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ABSTRACT

Refinement of the three designs for a wing carrythrough
structure was continued to the end of Phase lb. On the basis
of trade studies, materials and component testing and the results
of NDI and manufacturing development work, two of the configura-
tions were chosen for the detail design phase.

Materials testing was substantially completed for the beta
annealed 6A1-4V titanium and testing is underway for the Beta C
titanium and 10 Ni steel. Group I component tests (those per-
formed to verify design concepts) are virtually complete. Tests
to evaluate the welding, brazing and bonding processes are also

well underway.

Design of the test fixture is proceeding with some manu-
facturing effort already started. Detail design and analysis of
the simulated fuselage structure for the test article is also in
work.

Additional trade studies were conducted early in Phase II
and several design chp.nges were incorporated into the two wing
carrythrough structure configurations as a result of these studies.
A ZFO panel was added to the "No Box" Box design. The Fail Safe
Removable Lug Configuration was redesignated the Fail Safe Integral
Lug Configuration after an integral lower plate-lug arrangement
was selected for detail design.

ill/iv
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SECT1O0N I

INTRODUCTION

This interim report simn arizes the technical accomplishments
from 16 December 1972 to 15 June 1973 for the Advanced Metallic
Air Vehicle Structure Progran.. This work is a part of the Air
Force's Advanced Metallic Structures, Advanced Development Pro-
gram. It was performed under contract to the AFFDL by the Convair
Aerospace Division of General Dynamics at Fort Worth, Texas.

The six months covered by this report include the last por-
tion of Phase Ib, P- mnary Design and the first portion of
Phase II, Detail D, All tasks accomplished in Phase Ib
were reported in AF .-TR-73-40 dated March 1973.

The three designs selected for further design and analysis
in Phase Ib were evaluated at the conclusion of Phase Ib and two
were selected for continuation in Phase II which started 1 April
1973. These two designs were designated:

Fail Safe Removable Lug (FSRL)

"No-Box" Box (NBB)

Detail design iterations and trade studies in Phase II
accomplished significant changes to both of these designs re-
sulting in many improvements particularly in producibility and
cost.

The brazed lower plate of the FSRL was redesigned to a three
element symmetrical configuration with the lug integral with the
lower plate. This configuration was renamed Fail Safe Integral
Lug (FSIL). This configuration offers many advantages including:
lower weight, lower cost, improved producibility, and increased
predictability as a result of the elimination of the lower lug
to plate splice. New internal bulkheads featuring arched design
at Stations 947 and 977 were added.

The NBB lower lug was redesigned by extending the lug to the
centerline of the WCTS thus serving the functions of lug, lower
plate (partial) and bulkhead rail. The fuel boundary was moved
from the WCTS lower contour to ZF - 0 and a titanium sandwich
lower plate was added. The area from ZF - 0 to lower contour
was then designed as a fairing. Improved predictability, im-
proved producibility and reduced cost resulted from these revisions.



The Development Test Program consisting of Material Testing,
Component Testing, NDI Development and Manufacturing Development
started in the first six months of the program was continued
with most of the material testing and component testing completed.

The design and manufacture of the full scale test fixture
wer continued. The design of the various elements of the test
fixture including base, dummy wings, simulated fuselage and upper
forward and aft fuselage extensions is nearing completion.
Manufacturing of the test fixture base is progressing satisfactorily.

An Open Design Review of the AMAVS Program was held at Fort
Worth on 1-2 May 1973. One hundred and forty representatives from
industry, Air Force, Navy and NASA were in attendance.

2
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SFCTION II

T E C H N O L 0 G Y A D V A N C E M E N T

Recent developments in the fields of structures, materials
and manufacturing are being applied to the WCTS design to demon-
strate that advanced technology can increase the efficiency and
the damage tolerance of aircraft structures. The results to date
are encouraging. Projected efficiency improvements are ahead of
the program goals:

Cost Savings Weight Savings
Configuration Goal Projected Goal Projected

No-Box Box* 30% 38% 5% 10%
FSI. 27% 37 16% 19%

- NBB projected costs are shown on page 35.

These highly efficient structures are designed in accordance with
Air Force damage tolerance requirements which virtually preclude
the possibility of structural failure. Specifically, these de-
signs are either fail safe or safe crack growth as defined by
MIL-8866A. Fail safe designs have limit load capacity with one
element failed plus a residual fatigue life of 1/4 service life.
Safe crack growth structure is designed such that a pre-existing
flaw (0.15 inch in the critical dimension) is stable for one
complete service life even if this flaw is located in the worst
possible place with respect to the applied stresses and material
propertips. The achievement of efficient damage-tolerant designs
is attributed to technology advancements in the fields of struc-
tures, materials and manufacturing.

The principal means of meeting the efficiency and damage
tolerance goals of the AMAVS program has been through the develop-
ment of innovative design concepts. The principal efficiency
improvements over the baseline are attributed to:

Weight 1. Multiple layer damage tolerant lugs.
Cost & Weight 2. Elimination of the lower lug-plate splice.
" " " 3. Internal structural arrangement.
" " " 4. Fewer fasteners.

Cost 5. Fewer pieces.
". Use of alm=inum in place of titanium in

selected parts.
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Design ideas rarely qualify as technology advancements be-
cause the idea is limited to a particular application. However,
the design strategy - based on technology integration - is worthy
of consideration for the development of future Air Force systems.
The key elements of the strategy are design iteration and develop-
mental risk - both of which are normally minimized in Air Force
production programs. In the kMAVS program, increased span time
has been provided for design iteration; and design constraints
normally applied to production programs to minimize developmental
risk have been removed. Thus, implementation of this strategy
into future Air Force progras requires special planning. High
povoff design concepts need to be developed in parallel with the
production system and implemented into the system upon demonstra-
tion of the payoff.

Specific tchrology advancements under development in the
AMAVS program are discussed in the following subsections. Status
of the developmental efforts and our current assessment of the
merits and shortcomings of the technologies are reported.

2.1 BRAZED DAMAGE TOLERANT STRUCTURES

Brazing was selected as a joining method for the AMAVS Pro-
gram with the idea that it would provide a joint of moderate
strength which would also serve to retard crack growth from one
side of the joint to the other. A materials and component test
program has been conducted to test this thesis. The results of
this test program with respect to brazed joint strength and crack
retardation are summarized briefly in the following paragraphs.

2.1.1 Brazing Process

The important parameters affecting the quality of brazed
joints have been identified and are being evaluated. The vacuum
retort method of brazing using Dynabraze B brazing alloy and beta
annealed 6AI-4V titaniuml plates has proven to be a feasible method

for producing structural components using wide area brazing as a
Joining method.

Retort design and atmospheric control in the retort were
two of the more important items which influenced the quality of
the brazed components. Mismatch in adjacent cutter passes in
machining the surfaces to be brazed was found to be very important.
Complexiry of the brazed joints and tolerances of maLing pieces
were also found to be important factors.

6



2.1.2 Brazed Joint Strength

High quality brazed joints have demonstrated excellent static
strength for both lap-shear and VQ/I loadings. Good fatigue
strength has also been demonstrated. The lap-shear static strength
is reduced sharply if the joint is loaded eccentrically and peel
forces are present.

The stress corrosion resistance of brazed lap shear specimens
appears to be satisfactory. However, several failures have
occurred prior to completion of 1000 hours of sustained loading.
Most of these failures have occurred at 12 ksi sustained shear
stress in specimens taken from one panel that is currently under
metallurgical investigation. The other failures have occurred
in specimens with high percentages of void leading to high net
section shear stresses. Work is in progress to define the stress
corrosion threshold and to find the significant metallurgical
variables contributing to the stress corrosion process.

Static and fatigue tests have also been conducted on sub-
standard joints to determine the effect of braze defects on
joint strength. This data will aid decisions concerning accept-
ability of defects in structural joints.

2.1.3 Crack Retardation at Brazed Joints

Crack growth tests ha-.e been conducted on small test coupons
and on relatively large components. There is considerable evidence
that slow crack growth is retarded at the brazed joints and that
a crack will not progress directly across the braze line. De-
lamination has generally occurred in the vicinity of cracks in
laminated plate structure, further enhancing the crack retardation.

Attempts to achieve a rapidly rrniing crack in the brazed
components proved to be unsuccessful, primarily because of the
excellent fracture toughness of the beta annealed 6A1-4V titaniurn
Therefore, no additional information has been obtained concerning
the ability of a brazed joint to arrest a rapidly growing crack.
Initial tests on a brittle material indicated that the brazed
joint will arrest a rapid failure, again azcompanied by delamina-
tion of the brazed joint.

In a multiple layer component such as the brazed pivot lug,
cracks in regions of large stress gradients appear to be confined
to one layer of material until a fatigue failure is initiated in
adjacent layers. Because of this, the multiple layers do not act

7



independently and a crack cannot be confined to one layer of
material until complete failure of that layer occurs. However,
this same condition will exist if the layers are bolted together.

2.1.4 Conclusions

Results of development and testing already completed indicate
that it is feasible to produce brazed structural components of
sound quality. Experience has shown that simple symmetrical joints
are easier to produce and have greater structural reliability.
Belt sanding of large surfaces to eliminate macLined steps improves
the quality of the brazed joints. Successful completion of the
larger component test specimens now in work will give confidence
in the ability to scale-up the brazing techniques to production-
size articles.

Crack growth testing has given confidence in the ability of
brazed bars to serve as crack arrest members for the beta annealed
6AI-6V titanium lower plate. Additional testing will expand the
range of initial flaws considered and provide residual strength
data for full-scale sections of the lower plate.

2.2 BONDED LAMINATED STRUCTURE

The use of adhesive bonded laminated titanium structure to
provide damage tolerance was proposed for several structural
components of the WCTS. It has generally been conceded that the
adhesive joint will serve as a crack arrest medium. Therefore,
most of the emphasis of the development program has been placed
on the bonding process, inspection characteristics and strength
characteristics.
c ai 

2.2.1 Bonding Process

Adhesive bonding of multi-ply titanium laminated structure
has been very successful. Both mill annealed 6AI-4V and Beta C
titanium sheets of .125 inch thickness have been bonded. A vacuum
deaeration process h;13 proven to be successful in preventing air
entrapment between laminates. Two adhesives, PL717 and AF66, have
produced good quality joints. The PL717 adhesive was judged to
be slightly superior.

Large variations in bond line thicknesses were found to
exist in the bonded laminated structure as a result of waviness
in the sheets. These thickness variations did not affect the

8



strength adversely. It was discovered, however, that in the .125
inch thick material, large gaps between adjacent sheets can cause
voids if the bonding pressure does not close the gap to the ex-
tent that the volume of available adhesive will fill the gap.
This will occur even if all air has been evacuated from the cavity.

2.2.2 Strength of Bonded Joints

Strength tests were performed on specimens taken from ten-
ply panels as well as the conventional bonded test specimens.
All of the test data to date has proven to be entirely satisfactory.
Test data is contained in section 3.1.4 of this report.

Static and fatigue tests were performed on bolted joint speci-
mens using both straight shank fasteners and Taper-lok fasteners.
These tests indicate load introduction into the bonded laminated
structure will not present any problems which do not exist in
monolithic structure. Tests also indicate that machining, drill-
ing and reaming operations do not cause any unusual problems in
laminated structure.

One of che proposed applications of bonded laminated struc-
ture was in shear webs for bulkheads and ribs. Tests were con-
ducted to determine the buckling characteristics for two and three-
ply laminations. The webs of Beta C titanium withstood shear
stresses as high as 96000 psi before buckling. The buckling
stress was in agreement with predicted values for monolithic web&
of the same total thickness.

2.2.3 Inpection of Bonded Joints

Existing inspection techniques have been judged to be ade-
quate for bonded laminates up to five plies. Some success was
achieved in inspecting the ten-ply panels but it was not felt
that these panels could be reliably hispected without further
development work.

2.2.4 Conclusions

The bonding process employed is capable of producing high
quality laminated panels. Reliable inspection techniques are
available to inspect panels up to five plies in thickness.

The PL717 adhesive will provide good Joint strength for the
titanium alloys. The Joints are highly reliable for both static

9



and fatigue loads. The adhesive has good peel strength and has
adequate tensile strength to withstand any forces applied by
highly loaded shear panels. In summary, this concept produce,
sound structural components and fulfilled all expectations. The
properties of the structure are limited by the properties of the
sheets being bonded together.

2.3 MATERIALS

A comprehensive materials testing program is being conducted
to provide detail characterization of the "new" material/heat-
treatments being used in the WCTS designs:

Beta annealed 6A1-4V titaniuzn plate

10 Ni steel plate

Beta C titanium sheet

Design allowables, fatigue S/N curves and fracture mechanics
properties are being determined for each material.

2.3.1 Beta Annealed 6A1-4V Titanium

The material tests planned for beta annealed 6A1-4V titanium
are essentially complete. Results to date indicate that the alloy
has excellent fracturc resistance and satisfactory mechanical pro-
perties and fatigue strength. The fracture toughness tests indi-
cate that the material has a typical plane strain fracture tough-
ness (KIC) in excess of 100 ksi in at room temperature and -650 F
and in both the RW and WR grain directions. Therefore, the mini-
mum guaranteed KIC of 80 ksi fIin required by the procurement
specification should be readily met. The fatigue crack growth
behavior in both dry air and sump tank water is superior to that
of other titanium alloys. There should be no problem in qualify-

ing the lower plate and other critical structure to the safe
crack growth requirements of the AMAVS program. Beta annealed
6A1-4V titanium is virtually I.mmune to stress corrosion cracking.
No crack extension occurred in test specimens that were loaded to
initial stress intensities in excess of 70 ksi 4-inand held for
1600 hours. The design allowables are about 5% lower than the
MIL HDBK V values for conventional mill annealed 6AI-4V titanium,
however, this was anticipated on the basis of Boeing SST studies
and is of no consequence to the designs. The fatigue allowables
are slightly lower than anticipated. Part of this reduction is
attributed to the use of notched flat plate specimens to generate
fatigue S/N curves. 10



2.3.2 10 Ni Steel

The material tests planned for 10 Ni steel are nearing com-
pletion. Results to date indicate that the alloy has excellent
fracture resistance and satisfactory mechanical properties and
fatigue strength. Charpy impact tests and the frecture behavior
of the spectrum fatigue crack growth specimens indicate that 10 Ni
steel has the excellent toughness reported by the developers,
the Navy and U.S. Steel. The fatigue crack growth behavior is
comparable to other high strength steels in dry air and the
sensitivity to sump tank water is slight. The design allowables
are essentially the same as those reported for other steels at
the 195 ksi strength level. Fatigue testing is still in the
initial stages. Initial results indicate that fatigue strength
at KT I and 2.4 is approximately equal to that assumed for
design - about 107. lower than D6ac steel (220-240 ksi strength
level), and the fatigue strength at KT - 5 is significantly lower
than that assumed for design. The reduced fatigue strength at
KT - 5 will require a stress reduction in the lower lugs.

2.3.3 Beta C Titanium

Material testing on Beta C is approximately half finished.
Results to date indicate that the alloy has excellent iesign
allowables; but, relative to beta annealed 6AI-4V titanium, it
has poor fracture resistance and fatigue strength. Of particular
concern is the environmental enhanced crack growth observed in
sump tank water. Further tests and metallurgical studies are in
work to characterize the extent and nature of the environmental
sensitivity. The fatigue strength is significantly lower than
beta annealed 6A1-4V titanium - a factor of 2.5 on life in
spectrum tests with KT - 2.4. The environmental sensitivity and
reduced fatigue strength, coupled with the relatively low modulus
and high density of Beta C, have led to the replacement of Beta C
with beta annealed 6AI-4V titanium in the WCTS designs.

11/12



SECTION III

TECHNICAL DISCIPLI NES

PROGRESS

3.1 ENGINEERING

3.1.1 Structural Design

The two wing carrythrough structural configurations selected
for detail design during Phase II have been modified since the
end of Phase lb to incorporate various trade study results. The
two configurations, as modified, are described in this section
and are identified as follows:

Fail-Safe Integral Lug (FSIL)

This configuration is distinguished by a brazed three-
element lower plate with integral pivot lugs.

"No-Box" Box (NBB)

This configuration utilizes 10 Ni steel concentrated
in area of the bulkheads as the primary load carrying
material.

These configurations as described in the following paragraphs,

reflect the results of trade studies and component tests con-
ducted during the end of Phase Ib and the early part of Phase II.

3.1.1.1 Fail Safe Integral Lug Configuration

The fail-safe removable lug configuration has been renamed
to reflect the integral lug concept now employed for the lower
plate. An integral upper lug was incorporated during Phase lb.
Trade studies indicate that an integral lug is advantageous from
both weight and cost considerations. This configuration will be
identified In the future as the "Fail-Safe Integral Lug Configura-
tion." The distinguishtng feature of this configuration is still
the brazed titanium lower plate and pivot lug.

13



Additional trade studies, component test and material test-
ing has resulted in redesign of the brazed lower plate assembly
and the internal bulkheads at YF9 4 7 and YF977. A description of
these redesigned components is discussed in the following pages.
The remaining structural cc .ponents are described in detail in
the Phase Ib Preliminary Design Summary Report (AFFDL-TR-73-40),
dated March 1973.

Lower Plate Assembly - Major revisions to the lower plate include
an integral pivot lug and a -LyrunetricaUy brazed assembly. The
integral lug concept improves fabrication by eliminating the
separate brazed assembly for the pivot lug and eliminating the
critical fit between the lug and plate. The integral lug is
iilso a more weight efficient configuration and improves structural
reliability by deleting the dependence on mechanical fasteners
for transferring the critical lug loads into the box structure.
The symmetrically brazed c ncept permits the assembly to be used
as either a left or right hand part, but requires separate bolt-
on bulkhead attachment angles. Eccentric loading of the brazed
joints is also minimized by the syrmmetrical design.

The brazed plate assembly shown in Figure I (Drawing 603R214)
is constant thickness consisting of three laminae of beta annealed
6A1--4V titanium which extend to include the pivot lug. The one-
piece center lamina is a solid thin plate whereas the one-piece
upper and lower elements are profiled into five crack stopper
bars, inboard of the lug region. The plate assembly, as brazed,
is symmetrical about its horizontal centerline. Local machining
will be required after brizing to obtain identity as either a
left or right hand part.

The aft longeron splice fitting shown in Figure 2 (Drawing
603R228) consists of two elements of beta annealed 6AI-4V titanium,
double-shear spliced to the brazed assembly. The upper element
extends the full width of the plate and incorporates the vertical
flange for attaching the closure rib. The lower element terminates
after transferring the longeron load into the lower plate. This
splice provides extra thickness to accommodate the baseline
longeron interface requirement, and it reduces the material width
required in the lower plate from 82 to 73 inches. Seventy-two
inch width material has been developed as part of the SST contract.

The forward longeron splice fitting, also shown in Figure 2
(Drawing 603R228), is integrally machined from 7050 aluminum plate
and single-shear spliced to the lower surface of the brazed lower
plate. The fitting extends the full width of the lower plate and
includes a vertical flange for attaching the support structure for
the lower contoured fairing. 14
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Separate bolt-on lug reinforcements are required to supple-
ment the strength capability of the brazed assembly, and to main-
t4in baseline bearing thickness at the pivot hole. The attaching
Taper-lok bolts are located in relatively low stressed areas and
provide a positive control against element delamination.

Reinforcement beams shown in Figure 3 (Drawing 603R240) are
made from 2024 aluminum and located at XF99 to provide compression
stability during negative loadi.,g conditions. The beams are
attached to the lower surface of the plate assembly and extend
to contour to provide support to the lower fairing.

Brazed Lower Plate Trade Study - This trade study evaluates the
two additional brazed lower plate designs and compares the results
with the Phase Ib design. The two additional designs were
generated in Phase II to allevaite the brazing problems encountered
with the two Phase Ib 3/8 Scale Lower Plate Component Test Speci-
mens (603FTBO05). The brazed surfaces of the first specimen were
unsatisfactory to the extent that it was not suitable for testing.
More rigid controls were employed during the fabrication of the
second specimen to obtain an improved braze. This specimen was
fatigue testing to only 2 service lives before failure. This
premature failure was attributed to a combination of eccentric
shear loading on the brazed joiats and substandard braze quality;

A new design concept employing three full width, symmetrically
brazed, laminates was simulated in two full scale crack stopper
demonstration test specimens (603FTB051). The test results indi-
cated promise of achieving the necessary damage tolerance and
improved fabrication reliability. As a result, the Phase Ib de-
sign was eliminated from contention and two configurations were
generated utilizing this new design concept. One configuration
consists of a removable lug, the other an integral lug. The
integral lug configuration is 6hown on drawings 603R214 and 603R228
and was described in the previous paragraph. The bolt-on lug
configuration is depicted in Figure 4 (Drawing 603R215). The
Phase lb design is described in the simnary report (AFFDL-TR-73.-40)
dated March 1973 and is identified by the following drawings:
603R174, 603R147, and 603R140.

The results of the weight and cost trade studies conducted
on the two additional configurations are summarized in the
following table. The costs presented are average unit cost based
on a production quantity of 200 ship sets.

19
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CONFIGURATION
STUDY ITEM Phase II Phase II

._FSRL FSIL

Plate 1763# 1757#

WEIGHT Attach Angles 134 140

Lug 1206 837

Long. Ftg. * 155

TOTAL 3103# 2889#

Material $107,340 $110,800

COST Fabrication 65,004 42,336

Tooling 10,476 7,036

TOTAL $182,820 160,172

* Not applicable - Integral with lug.

The detailed weight changes for the Phase II lower plate de-
signs and their attributing factors are summarized below.

CONFIGURATION
ITEM Phase II Phase II

. _FSRL FSIL

Net Section Loss in Plate +76# +76#

Titanium vs. Steel Long. Ftg. -58 -58

Stress Reduction in Lug +48 +48

Stress Reduction in Plate +96 +96

Integral Lug 0 -214

NET TOTAL +162# -52#

The Phase I designs are based on equal stress levels which

were reduced up to approximately 20% below the Phase Ib design in

20
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the more critical areas. The weight advantage o the integral
lug configuration offset the penalty incurred by the stress re-
duction and net section loss.

Fabrication is the major cost factor between the integral
and removable lug configurations. The integral lug concept
eliminates the fabrication complexity of mating the pivot lug to
the plate assembly and the added operations required for two
brazed assemblies. The req.tirement for one set of brazed tools
is also deleted. Additional fasteners are also required to
accomplish the pivot lug splice.

The overall results of this study indicate adequate justifi-
cation for the selection of the integral lug configuration.

Internal Bulkheads - The internal bulkheads located at YF9 4 7 and
YF977 were redesigned into "arched" configurations as shown in
Figures 5 and 6 (Drawingg 603R238 and 603R239) respectively. The
arched concept permits the use of lower cost aluminum construction
by deleting the strain :.ompatibility requirement with the titanium
lower plate. Fastener reduction is also accomplished in the
fatigue critical lower plate by eliminating the attachment of
these bulkheads. The internal beam and its necessary attachments
through the lower plate are still requircd, hOwevec, dL YF947 to
support the MLG drag brace fitting.

Each bulkhead is partial-width, extending between the XF3 9

rib and the outboard closure r1b, with a mechanical splice at the
XF84 rib. All panels are adhesive bonded sandwich using 7050
aluminum and zee type edge members. The arched cutouts are
reinforced with 7050 aluminum zee members formed to shape.

Internal Bulkhead Trade Study - This trade study was conducted to
verify the feasibility of replacing the Phase Ib internal bulk-
heads with the arched bulkheads described in the preceeding para-
graph. The primary consideration was the structural integrity of
the bulkheads themselves and their impact on adjacent structural
components. Computer stress analysis verified the structural

'I feasibility of aluminum arched bulkheads at YF94 7 and YF977 as
described in Section 3.1.2.

The Phase Ib bulkhead designs utilized titanium construction
at YF94 7 and aluminum at YF977. Computer stress analysis for the
YF977 bulkhead, however, indicated a need for titanium to satisfy
the strain requirements of the titanium lower plate. The replace-
ment of titanium with alm4 nurm is an obvious cost reduction and
the reduced surface area of the new design concept indicates

an additional reduction. 25



3.1.1.2 "No-Box" Box Configuration

The basic design of the majority of "No-Box" structural com-
ponents remains unchanged from the Phase Ib design. As a result
of trade studies conducted during Phase Ib, changes were incorporated
into several of these components. The most significant changes
were made to the forward and aft bulkheads which reduced the
material and machining requirements for these items. The lower
cover was also changed from titanium to aluminum with a resulting
material, tooling, and fabrication cost reduction. These studies
and the basic design configuration are contained in the Phase Ib
Preliminary Design Sumary Report, AFFDL-TR-73-40, dated March 1973.

The "No-Box" design concept was changed early in Phase II to
the extent that the structural lower contour panels were eliminated
and replaced with a structural panel at ZFO.O. This configura-
tion change and additional design developments and studies are
described in the following paragraphs. For those components that
remain unchanged, refer to the AFFDL-TR-73-40 report.

Lower Pivot Lug and Z0.0 Panel - As a result of a trade study
startcd late during Phase Ib which continued into Phase II, it was
decided to incorporate a panel at approximately ZFO.O into the
No-Box configuration. See drawing No. 603R237, Figure 7. This
panel reacts shear and fuel pressure loads and a portion of the
axial load. The major portion of the axial load is now carried
by members integral with the pivot lug that extend inboard to
the centerline of the box adjacent to the fore and aft bulkhead
lower flanges. The lug loads were previously introduced directly
into the bulkhead lower flanges. A single shear splice at the
centerline provides lower plate continuity for the new design.
It would be feasible to eliminate the centerline splice for a
production run by using twenty seven (27) foot long plate material
for the lower lug.

The basic lug material is finished to 1.50 inches thickness

with doublers added with mechanical fasteners at the pivot pin
hole and at the aft longeron interface to meet the baseline re-
quirements.

The ZFO.O panel is integral with the pivot lug inboard to
XF84. This segment consists of an integrally stiffened relatively
thin machined plate. A beta annealed 6A1-4V titanium machined
plate is utilized for the panel segment between the XF39 rib and
XF84 rib. Beta annealed 6AI-4V titanium sandwich construction is
used for the inboard panel from + XF39 to - XF39. The titanium

26
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segments of the ZFO.O panel are attached to the pivot lug exten-
sions with Taper-lok fasteners.

Additional trade study results involving these items are
documented in the following paragraph.

"No-Box" Box Trade Study - The decision was made during Phase II
trade studies to incorporate the ZFO.O panel for the following
reasons:

i. Better structural continuity is provided by this arrange-
ment. Relative deflections between the lower lug and
the lower contour panel are eliminated.

2. The need for additional MLG support structure is eliminated.

3. The baseline fuel system can be retained.

4. Fuel tank purging should be simplified.

5. Load distribution in the lug - bulkhead splices may be
improved.

The following table presents the weight and material require-
ment comparison for the two configurations.

ORIGINAL ZFO.0 PANEL
CONFIGURATION CONFIGURATION

MATL WT FINISH WT MATL WT FINISH WT

YF9 32 BHD
Lower OB Fig 1546# 260# 480# 90#
Lower 1B Fig 823 178 389 75

YF99 2 Bhd
Lower OB Fig 3137 424 850 149
Lower IB Fig 1053 190 352 72

Lug 8741 1767 2526
Lug Reinf - - 286
Longn Doubler - - 14360 54

Splice Plate 392 103 41
Splice Plate 406 130 47

¥F9 5 .5 Trunnion
Back Up 716 - -

TOTAL 10 NI PARTS 15814T0 164311 3340
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ORIGINAL ZFO.Q PANEL
CONFIGURATION CONFIGURATION

MATL WT FINISH WT MATL WT FINISH WT
Additional Parts
Affected

Lower Cover or 345# *212#
F, Iring

MLG Side Load 41

Ftg Backup

ZFO Panel 0-39.5 - 110

TOTAL 3505# 3662#

*Baseline Weight Used

The weight increase of 157 lbs for the ZFO.O panel configura-
tion is judged to be acceptable in view of the previously mentioned
advantages. This weight can be reduced approximately 40 lbs if
a welded centerline splice is used oc if the splice is eliminated.

The ZFO.O panel configuration indicates a slightly higher
10 Nickel steel material requirement (617 Ibs). However, this

arrangement provides 2420 lbs of usable cut off stock.

Beta annealed 6AI-4V titanium was selected for the two in-
board panels at ZFO.O on the basis of optimized math model
analyses which indicated a fifty pound weight reduction over an
equivalent design using 7050 aluminum. The titanium panel design
also resulted in the 10-Nickel steel lug extension operating at a
more efficienL stress level. See Table I for cost comparisons.

Preliminary cost estimates for incorporating the ZFO.O panel
into the "No-Box" configuration indicates a nominal cost reduction
will be realized over the Phase lb configuration. The Phase lb
"No-Box" configuration unit cost as reported in the AFFDL-TR-73,
Phase Ib Preliminary Design Summary Report - Trade Studies is
$654,832 as compared to the current estimate of $647,204 represents
a cost reduction of $7,627.

A summary of the cost comparisons is contained in Table 1.
Tables 2, 3, and 4 contain a more detailed cost summary of the
principal components affected by this configuration change.

34
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Tabl1e 1

"NO-BOX" COST SUMMARY

Phase lb "No-Box" Unit Cost $654,832

9 Deletions

603R196 YF9 3 2 BHD $ 79,672
603R195 YF9 9 2 BHD 81,583
603RI92 LWR PIV LUG 49,510
603R207 BACK-UP FTC 4,508
603R209 BACK-UP FTC 1,025
603R184 LJP. PANELS 6,573

Deletion Cost $222,871

" Replacements

603R236 YF9 3 2 BHD $ 71,167
603R235 YF9 9 2 BHD 70,679
603R237 LWR PIV LUG 65,027
603R237 XFO PANEL 49550
603RI48 LWR FAIRING 3,820

Replacement Cost $215v243

" COST DELTA -$7,628 -$7,628

Phase II "No-Box" Unit Cost $647,204
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Cost estimates for the 603R237 - XF3 9 to + XF 39 panel, the
603R148 lower fairing and the 603R209 back-up fitting are based
upon a ratio of the costs from similar existing parts. It should
be noted that an expected additional cost reduction on the MLG
drag brace fitting has not been estimated at this time.

Lower Fairings - Since the ZFO.O panel reacts the shear and fuel
pressure loads, the lower contour panels shown on drawing 603R184
in the Phase Ib report can re-ert to aerodynamic fairings reacting
only air pressure loads. A design study is currently in work to
revise the 603R148 "A" FSIL fairing design (also shown in the
Phase lb Report) to adapt these fairings to the No-Box fairing
attach structure.

Forward and Aft Bulkheads - The YF9 3 2 and YF9 9 2 bulkheads were
redesigned in the area of the lower flange to accommodate the
ZFO.O panel design concept. Since the axial load is contained
in the pivot lug extensions, the thicknesses of the lower flanges
of both bulkheads were reduced to transfer only the shear load
into the bulkhead webs. The redesigned bulkheads are shown on
Drawing No. 603R235, Figure 8, and Drawing No. 603R236, Figure 9.

Internal Ribs - A design study of the modifications required to
interface the Centerline Rib with the ZFO.O panel is shown on
drawing No. bO3R227, Figure 10.

The 603R175 XF3 9 Rib design and 603R203 XF84 Rib design
shown in the Phase Ib report will be revised by "A" change to
interface these ribs with the "No-Box" ZF.0 panel.

MLG Drag Brace Fitting - The "No-Box" configuration with the ZFO.O
panel results in a different load distribution from the MLG drag
brace fitting as compared to the prev.ous design concept. As a
result, a redesign of the 603R171 fitting shown in the Phase lb
Report is currently being studied. The previous fitting design
required two beams at YF94 7 and a single beam at YF9 6 2 to react
loads from the fitting and redistribute them to the internal ribs.
The redesign study indicates that only one beam will be required
at YF94 7 and the beam at YF9 6 2 can be eliminated since the fitting
loads are reacted by the ZFO.O panel. The study also indicates
that the drag brace fitting can be reduced in size which will
result in an overall reduction in weight and material requirements.
The design layout describing this revision will be published upon
its completion.
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3.1.2 Structural Analysis

During the past six months, stress analysis efforts were
directed toward completion of the Phase Ib preliminary design and
the beginning of the detailed design, Phase I. Since the major
portion of the work accomplished through the end of Phase Ib is
discussed in detail in Sections 22,6.1 and 6.2 of AFFDL-TR-73-40,
this report covers primarily thr. period beginning in mid March
1973 and ending in June 1973. Because the Damage Tolerant Integral
Lug configuration was eliminated from consideration, only the Fail
Safe Integral Lug and No-Box Box configurations are discussed. No
baseline loads changes were made. Loads work consisted essentially
of revisions to Convair panel point loads to reflect current geometry.
For reference, the load conditions are summarized in Table 5.
Table 6 presents a sunmmary of the usable overall math model runs made

to date.

3.1.2.1 Fail Safe Integral Lug Stress Anaiysis

The stress analysis of the Fail Safe Integral Lug configuration
during the latter part of the reporting period consisted of the
foiiowing primacy tasks:

I. Trade study support for the brazed lower plate and lug
with particular emphasis on the stability of the lower
plate under negative bending conditions.

2. Trade study support for the arched internal bulkheads
at Y F947 and 977.

Fi

3. Finite element analysis of lugs and lug test specimens.

4. Finite element buckling analysis for upper lug and plate.

5. Development of an updated overall math model incorporating
current design features and g( -try, i.e. through layer
lower plate, revised sweep actuator attachment, and other
thickness, material, and area changes made during the
design period.

6. Manual and computer aided analyses of miscellaneous
local areas.

45



0 ~a0O0 0 0 0 0
0 ri ~ *o o 0CJO0 0 0 0 0 *

10 % 4 % -4 r-4 r4 P4 r4 ~44'0 'O. .

540 0

0A 6

S4 H

8 0

0 1-4 0

0r)

v-4 C4 ML - OD .4 UL

94 "'4 N 0 N 4 .- N "4 "4 M %.0

m~ 8o 00 C1 004 "4 § I I

04 44 4 4 0C
%0 %D V4 N 4 "4 00 '-o co c '6-4 e e

LO I- co0% 0 -



-F-- ..- - .---- - - . *----- --

-4

4) 0 go

0 w 0 *10 0 0 A ~ ' 44U
c: C0 a 0-0 Ab gx1  W.44W

4.4 0 W4 co. 4.1
1-i . -d 0". w w4

~o r- ( Ar- w :3 C 0.0 0 4.1
4.1 Un 0' >. W -. a 04 >..4 u.

0' >-4 04 ad (A w 0 4.. s 0

.4 4.18 0 mo P4L
u I.- 0 v 0) 1~I

cc0 00.4 C: L4. "4~ : v 00. 0 0 4
cc4 4. W U-% 4) 0 44 1 go 0) "
V f ,. W4 m 044 S 0 4 0 0m0. 4-)- bo "4 N0d"C)V Lnt i

l a 0) 41 c 0 r.. 00C m - ' s
4NV & 0 0- :4 u 0 m 4

In r4. O ,0 04 s.. .- 0 (nZO 0A U . 0
ON 0 w0 0) . Ib u" C4 .:3 UC

$4 ww c M 4 4 .4 4

ad 41 0 0 l -a 00 4 0 0 cc . CmQ
U 0 0 Q 0 " 41-. co .-4 0 "4T

0 cc. cc 0 .u 411 w-O W% 3- w
:1s~ 0 (A co : Un -4. 4) CO.IQ4 H

41~J 0004 0u 04 ow1- - n c 1 .
WO 1 u0 Ca AO0 C r2~a4.0 0 0 rC
.4 " 4 r w0 . m 00 4 1-4 4) 0 .0
w cc 0- 04J- 41 000.094;" U M

0- M4 w )U 0 $4 d4J fn"1. -J M lAJ 44
to0c s a. 00 CA (d 0)W 3 >O0 0
c 0O) 0W ala 0.0 W 0 0 0 fl 4 . C

-4 -4 C 4 Q4 4 . > u r

>40C - 11> 4QwW -0>W 4 .-4 1-4-0 C: ( m

f1-4-4 4

UUO

u L)

0
0

UU 4

4 0

>4 Cfl Ln W

-' (4 P44 -4* ccI

47 -



Lower Plate - As a result of brazed joint failures in the 603FTB005
lower plate specimen, several alternate lower plate designs were
studied. The main emphasis was on the three layer brazed design
with symmetrical stiffeners. In order to obtain additional prelimi-
nary internal loads, TNl run FSRL-4-2 was made as noted in Table 6.

Stability checks for ASKA conditions 4 and 7 were made for
various arrangements. Both of these conditions cause shear and com-
pressive loads in the lower plate with ASKA,4-'giving the largest
spanwise compressive loads. For the assumption of simple supports
at the closure rib, Y - 932, YF - 992, and XF - 84, it was found
that a reasonable stiffener width within the desired plate thickness
range could be achieved for ASKA 7. For AS4, however, it appeared
more efficient to provide a fore and aft member at XF - 99 supported
at YF - 932 and YF - 992. Stiffener widths for this arrangement were
determined for inclusion in the math model. In addition, the required
dimensions of the fore and aft beam were determined.

The plate between X - 84 and XF - 39 is stabilized by the
drag brace support strudcure so no requirement for an additional
stabilizing member was found necessary there.

From XF - 39 to XF - 0., the loads are less than in the out-
board bay and because of partial restraint from the bay which is
stiffened by the drag brace support structure, reasonable stiffener
widths result with no intermediate support.

Preliminary work on a NASTRAN stability model for further check-
ing was begun.

Arched Beam Bulkhead Study - The FSRL TNI math model was modified
to allow a trade study of arched beam internal bulkhead incorporation.
The model was designated FSRL-4-1. The modification was made in a
manner such that two trade studies could be performed:

1. Beams supporting the upper plate at YF947 and YF977 with
deep gussets or arches at each end.

2. Beams as in 1. with no arches. This arrangement was not
used in an actual run, however.

An isometric view of the revised model is shown in Figure 10.
Figures 11 through 14 depict the revised bulkhead structure in
the FSRL-4-1 model. It should be noted that this model was con-
structed from the FSRL-3-5 model (aluminum upper cover) and no
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other changes were made so that a direct evaluation of the effects
of the arched-beam concept could be made with respect to the
FSRL-3-5 baseline. The revised bulkhead structure for this model
was constructed from 7050 bent-up sheet stock and was sized to
FSRL-3-5 loads.

The first TNI stress analysis run made for the arched beam
concept utilized load conditions AS2, AS6, ASIO, and AS500. AS500
allowed a stiffness evaluatir. of the concept. A review of the
results indicated that the arched bulkhead arrangement was
feasible. In general, stress levels were up to 10% higher than
those found in FSRL-3-5 which contained bulkheads at Y 947 and

YF9 77 with cutouts. There are at least two factors that would ac-
count for the stress increases:

1. Less axial material is available to act with the lower
plate.

2. There is a stronger tendency for single cell torque
box action to occur.

The bulkheads are being redesigned and resized based on loads
data obtained from the analysis for incorporation in the updated
math model.

The energy sum for AS500 deflections combined with AS300
virtual loads was found to be only 0.8 larger for FSRL-4-1
than for FSRL-3-5 so use of arched bulkheads appears to have an 8
insignificant effect on stiffness. Q box energy of .0916 X 108
in. lbs. compared to .0909 X 108 in. lbs.)

603FTB004 3/8 Scale Lug Specimen - In a continuing effort to obtain
more accurate lug stress values with finite element analysis, a
study effort was conducted utilizing linear strain computer procedure
TLO and the results from strain surveys of the 603FTB04 3/8" scale
lug test specimen. The objective of this effort was to develop a
simulated pin mechanism to load lug math models and to obtain predict-
ed stresses consistent with known test results. Strain survey
results from the 603FTB004 specimen were obtained for a load of
200,000# and are shown in Figure 15 (solid line curve). A math
model was then constructed representing the 603FTB004 specimen
as shown in Figure 16 . In place of the thick wall bushing,
a mechanism of bars and triangles was constructed. The purpose of
this arrangement was to load the pin at its centroid and let the
bars transfer the load radially to the triangles. The triangles
in turn load the lug I.D. in a manner consistent with the actual
specimen. The bars were allowed to work only in compression. Those
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expected to work in tension were given the elastic properties of
rubber; those in compression, were made rigid. The bearing tri-
angles were assigned a Young's Modulus of 16 X 106 psi to be
strain compatible with the beta annealed 6A1-4V titanium lug.

The first attempt (TLO-I) utilized a bearing triangle aspect
ratio (AR) - 1.0. As can be seen from Figure 15 , the predicted
stress at the lug I.D. was 61,000 psi versus an extrapolated value
of 75,000 psi from the strain gage results. It was also learned that
the AR - 1.0 permitted the bear .ng triangle to pick up and transfer
9.6% of the applied load at the critical section A-A, of Figure 16.

A second run (TLO-Il) was made by increasing the bearing
triangle AR to approximately 6.0. This increased the predicted stress
level at the lug I.D. to 64,600 psi and dropped the triangle load
transfer to 3.5%.

As a check, using conventional procedures, the lug was loaded
with a uniform bearing distribution and the transfer mechanism was
rendered ineffective by setting its elastic properties equal to
rubber. This run (TLO-IlI) resulted in a predicted peak stress
of 62,600 psi, midway between the first two runs, but resulted in
relatively higher stresses around the lug outside diameter.

Since all three runs (TLO-I through III) produced relatively
similar results, it was decided that better agreement could be obtained
only through use of a finer grid in the large stress gradient region.
Therefore, as shown in Figure 17, additional nodes and elements
were added to double the coverage in the 1.347 in. thick boss.
This run (TLO-IV) gave an increased peak stress at the lug I.D.
of 67,100 psi and produced a stress distribution more closely
approximating the results from the strain survey. See Figure 15.

As a final attempt to improve the model results the IV
model was modified by increasing the bearing triangle aspect ratio (AR)
from AR - 6 to AR - 10. This run was designated TLO-V. The stress
variation across the lug was nearly identical to the IV run but
the peak stress at the I.D. increased to 68,000 psi -- reference
Figure 15 . At this time, work on the 603FTBOO4 model was termi-
nated to allow work to begin on the actual lug model.

Lower Lug Fine Grid Analysis - In order to get a more realistic
stress distribution for the FSRL lower lug, a fine grid TLO model
was set up. An overall view of the simulation is shown in
Figurel8.This model incorporates a simulated wing pivot pin modeled
to duplicate the bending stiffness of the actual pin and e load
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transfer mechanism as previously described. In addition, an
attempt was made to simulate the actual load paths through the lug-
lower plate splice joint. Figure 19 illustrates the simulated
load paths used in the model in the splice region. This model was
put on standby status pending final results of the 603FTB004 study
and final lug-lower plate arrangement selection.

Finite Element Buckling Analysis - Work in this area consisted of a
NASTRAN analysis of a portion of the upper plate and of a study
on the effects of grid size reluction.

UpperPlate - A NASTRAN finite element model of a portion of the
machined titanium upper plate was developed. As shown in Figure 20
the region selected is bounded by the closure rib, the XFs4 rib,
and the bulkheads at Y 992 and 977. Although use of Convair pro-
cedure AS3 would have been more economical, the stiffeners could
not be simulated with A3S. Thicknesses are shown in Figure 21

The results of this analysis showed an eigenvalue of 5.52 for
ASKA Cond. 2 with the point of maximum deflection at the center of
the center panel. Figure 22 shows a plot of the buckling mode
shape.

Grid Fineness Study - In order to gain additional insight into the
effects of grid size on solution accuracy, example problems were
set up for two ratios of stiffener area to plate thickness for
several grid arrangements(Figure23, Table 7). The basic example
structure is shown in Figure 24 and consists of a simply supported
plate with a central stiffener parallel to the load direction. The
two plate thicknesses considered were selected so that in one case
(1) the stiffener broke the plate up into two panels and in the
other (case 2) overall buckling including the stiffener was pre-
dicted. The predicted buckling stresses based on NACA TN 1825
are shown as the solid curve in Figure 25 . Results for the
NASTRAN solution for the stiffener critical(case 2) are also

indicated in Figure 25 . A typical case 2 buckled mode shape
is shown in Figure 26 . Work on the stable stiffener case (1)
is in progress. It has been concluded thus far that the plate
simulation can be rather crude without grossly affecting the
eigenvalue when the stiffener is critical. The values for the two
extreme grid sizes are within 10 percent.
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Figure 22 FSRL UPPER COVER BUCKLING MODE SHAPE ASKA 2
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Table 7

NASTRAN BUCKLING ANALYSIS RESULTS
FOR VARIOUS GRID SIZES

CASE* h ts t GRID SIZE Or

IN. IN. IA. MXN ELEMENTS KSI

i 1.172 0.1365 0.1 4 X 6

1 1.172 0.1365 0.1 8 X 6

1 1.172 0.1365 0.1 4 X 12

1 1.172 0.1365 0.1 8 X 12

2 1,172 0.1365 0.1357 2 X 4 87.8

2 1.172 0.1365 0.1357 4 X 4 73.2

2 1.172 0.1365 0.1357 2 X 8 87.3

2 1.172 0.1365 0.1357 4 X 8 80.1

Case i represents a plate critical design. 
Analysis

not complete

*Case 2 represents a stiffener critical design.
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Updated Overall Finite Element Model - In order to provide a
model which more accurately reflected the design as detail design
began, a major revision to the overall model was begun and sub-
stantially completed during the reporting period. The new model
includes the three-layer lower plate with integral lugs (FSIL),
the arched bulkheads at YF94 7 and X.977, the ti./al. upper plate,
revised sweep actuator fitting attathment points, and other
miscellaneous changes required by the updating. The applied
panel point loads were revised for all loading node relocations
involved,

Wing Sweep Actuator Fitting - Analysis of the redesigned wing
sweep actuator fitting was begun.

Test Items - Stress data for component test planning and execution
was provided as required.

Lower Aft Longeron Joint - The currently proposed longeron joint

was reviewed for feasibility and positive results were obtained.

3.1.2.2 NBB Stress Analysis

The primary stress analysis tasks accomplished for the No-
Box Box configuration were as follows:

1. Study of effects of relative deflections on the lower
plate at XF - 119 and on the upper plate at XF - 84.

2. Trade study support for the lower plate configuration
selection. (ZF - 0 versus lower contour)

3. Development of an updated overall math model incorporating
current design concepts and geometry.

4. Upper lug stability analysis.

5. Manual analysis of local areas.

Relative Deflection Studies - The NBB-1-1 overall math model
results showed that for condition ASKA 2, the lug deflected out-
board 0.67 inch at YF962, hF120.37 while the lower panel deflected
outboard 0.37 inches at thu qame XF and YF location at ZF5. 64 6.
Since the relative deflection would have required flexing of the
clo!-ure rib causing possible fatigue life reduction, additional
studies were undertaken to assess the effects.
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The lower plate model shown in Figure 27 and further
described later, was modified by using orthotropic elements
adjacent to the lug, fore and aft bulkheads, and the XF84 rib.
The stiffnesses of the plate elements were such that they simulated
the load path down to and through a lower contour panel so that
an estimate could be made as to whether this path would carry
enough load to significantly reduce the relative deflection. It
was found that no significant reduction occurred which led to
the conclusion that closure rib flexing would be required for
the contour plate design. Two runs were made, NBB-I&NBB-2.

A review of the upper plate step at XF84 indicated that
significant relative deflections were also present at that
location. Further review of this area will take place when the
structural arrangement is firm. The capability of using ortho-
tropic elements to simulate the local stiffness is being built
into the overall math model.

Lower Plate Material Distribution Studies - Because of relative
deflection problems and other design considerations an extensive
study of the effects of material distribution on a ZFO lower
plate was conducted so that an efficient and feasible arrangement
could be obtained. A two dimensional TR4 model of the plate was
constructed (Figure 27 )

The TR4 model includes node locations which match existing
nodes in the NBBI-l overall model at ZF - 0. Loads were determined
for the structure adjacent to and above ZF - 0.0 from the overall
math model run NBBI-I and used as applied loads on the ZF - 0.0
math model. This method loaded the ZF - 0.0 math model substanti-
ally the same as if it were integral with the overall model.
Four load conditions, ASKA 2, 6, 9, and 10 were used in each run.

For the initial study of the effect of material distribution
on the maximum stresses in the lower plate and lug, seven problems
were run using combinations of 10 Nickel steel and aluminum of
various thicknesses in zones A, B, and C (Figure 28 ) as shown
in Table 8. The results of problem 179170A sh.:wed that
acceptable stresses were achieved with a relatively even thick-
ness over the plate between X. - 84 and XF - 115.9 The maximum
principal stresses for PI7917A induced by condition ASKA 2 are
shown in Figure 29 for an aluminum plate 0.60 inch thick in
zones A, B, and C of Figure 28.

Next, a 0.3 inch thick steel plate was tried in zones A,
B, and C. The place stress levels for ASKA 2 were acceptable
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figure 27 NBB MATHI MODEL OF LOWER PLATE AT ZF 0.0
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from a material property standpoint as shown in Figure 30
Review of the ASKA 4 condition which causes compressive stresses
on the lower surface that are approximately -37 percent of the
ASKA 2 stresses (based on wing bending m-ument ratio), indicated
that stiffeners were required to prevent buckling.

As a means of gaining further insight into the action of the
ZFO plate, the resizing option of TR4 (essentially the same as
TNI) was exercised for several material arrangements. This
resizing option uses a fully stressed approach for the members
allowed to vary. No direct weight optimization is included.
The runs made are summarized in Table 9 and discussed in the
paragraphs that follow.

1. NBB-3

For NBB-3, the 10 Ni. steel portion was held constant at
the values determined for the lower plate at contour. (Shaded
area, Figure 31 ) An input gage of 0.10 was used for the 7050
al. The program was allowed to analyze and res!.ze the structure
six times. (Five iterations).

The final 7050 aluminum gages obtained -rre shown in
Figure3l.The solution was close to convergen.e fu-i the numbei" of
cycles noted since as shown by Figure 32 , the structural weight
had reached a substantially constant value. On the average, this
result was similar to the .60 aluminum requirement previously
found satisfactory although the aluminum element stresses in the
latter case -.,ere not as uniform since the gage was constant.

2. NBB-4

In order to determine a more efficient arrangement of material
in the lower plate, both the 10 Nickel steel and the 7050 aluminum
were allowed to vary. The initial input gages and area outboard
of x,84 are shown in Figure 33 . As may be seen in Figure 32
the ajor portion of the resizing occurred in three iterations.
The final gages and areas obtained outboard of XF8 4 are shown in
Figure 34 . A typical inplane deflection plot is shown in
Figure 35 for ASKA 2 and in Ficure 36 for ASKA i0. It
should be noted that all physical constraints such as minimum
practical size for some members were not applied since only
qualitative results were being sought. For this problem, the
allowable effective stresses ured were 45,000 psi for aluminum

and 145,000 psi for steel. Theac are less than actual material
ultimate strength because of fatigue considerations. The result
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was that the weight was reduced considerably, apparently because
the the load was spread fore and aft over the plate allowing the
lug gages and the bulkLead cap areas at 932 and 992 to be reduced.

3. NBB-5

As a gross means of determining whether the weight reductions
are primarily a result of more load being carried in the aluminum
plate or of lug and bulkhead material removal, another run was
made holding the aluminum constant at the values shown in
Figure 33 with the steel portion allowed to vary during the
resizing. This arrangement approximated the earlier design
where all of the load was carried in the bulkhead caps in the
outboard bay. Figure 32 shows that a considerable portion of
the weight saving of 2 resulted from more efficient use of the
steel since the weight saved for NBB-4 was 831 lbs while the
weight saved for NBB-5 was 614 lbs.

4. NBB-6

The model was reconfigured to incorporate a four stiffener
concept (15" - 10" - 10" - 10" - 15" spacing) needed tc prevent
compressive buckling in the outboard bay, XF84 to XFII 9 (See
Figure 37 ). In addition, realistic minimum areas and gages
for the rails, panels, and lug region were obtained. The
iterative option of TR4 was set at 5 (6 cycles). It was found
that the 0.20" steel panel (X 84 - XFll 9 ) and rails were adequate
at minimum gages and little iteration occurred. The .250
aluminum panel (X 39 to 2y84) increased to .30 to .50 required
gage. The .187 aLminumlnboard panel increased to .30" required
gage. The analysis indicated that load was piled into the panel
and removed from the rails. This situation required thick
aluminum panels with unwieldy splices. A configuration appeared
desirable that carried more load in the rails.

5. NBB-7

NBB-7 evolved from the results of NBB-6. In order to relieve
load in the panels and to carry it in the rails, the XF8 4 to
X f]19 panel was reconfigured to incorporate a 9 stiffener gridwork
with a .188 to .250 steel panel. In order to use the existing
grid points to expedite the solution, the 9 stiffener areas were
simulated with five stiffeners (9" - 10.5" - 10.5" - 10.5" - 10.5" -

9" spacing). All other structure was identical to NBB-6 including
all minimum requirements. The model was allowed to iterate 3
times (4 cycles). See Figure 38 for stiffener arrangement.
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The results were very similar to NBB-6; i.e., high panel
loads and low rail loads. Thick aluminum panels were required
inboard of XF84 with gages on the order of .30" to .50" . NBB-7
also indicated the need for a thick aluminum panel inboard of
XF84 which was not desirable from a manufacturing standpoint
(unwieldy splices).

6. NBB-8

As a final attempt at a more efficient structural arrangement,
NBB-7 was modified by incorporating a titanium panel inboard
of )y84. The titanium panel inboard of XF84 allowed a 10 to
15 kercent increase in rail loads. In addition, the required
panel gages ranged from .100" to .200". This result indicated
that a honeycomb panel was feasible from XFO to X.39 and that
plate structure could be utilized from X.39 to X=4 to tie in
the landing gear drag brace structure. in addition, this
structural arrangement produced the lightest computer-idealized
structure for a realistic set of minimum sizes, Figure 39

Updated Finite Element Overall Model - A large portion of the
overall model was resized on the basis of results from the math
model runs NBB-1-1 and 1-2. Design changes such as substitution
of aluminum for titanium panels were incorporated.

The model was revised to eliminate the step between the
upper lug and upper panel at XF = 84. This change will, with the
use of orthotropic plate elements, make the evaluation of the
magnitude of load transfer across the step possible.

Revision of the model to incorporate a lower plate at
ZF = 0.0 is in progress. This revision is extensive.

Upper Lug Buckling Study - A finite element model of the upper
lug and cover (inboard to XF84 ) was run using Convair buckling
analysis program A3S. This model utilized titanium as the
material and was patterned after the FSRL upper lug design. The
loads used were derived from the "No Box" Box TNl model for
condition ASKA 10.

A plot of the arrangement of elements for this model is shown
in Figure 40 The buckling mode shape is delineated in
Figure 41

The buckling ratio for this run was 0.941. This value is
comparable to the buckling ratio (0.947) obtained carlier on the
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10 Nickel steel "No Box" Box upper lug model (A3S computer run
177480A). This comparison indicated a possible weight saving
through the redistribution of material to more closely approxi-
mate the FSRL upper lug thickness distribution.

Landing Gear Backup Structure - Loads and stress analysis were
provided during the layout of the additional backup strut for
the MLG side brace fitting ,which is required if the lower plate
is below ZF = 0.

Test Item - Stress data for component test planning was provided
as required.

Model Data Transfer - Information concerning the "No Box" Box
finite element model was furnished to AFFDL personnel as an aid
to their model set up. The data furnished included computer
generated geometry plots, a magnetic tape of the NBB-l overall
model input data, material properties, load and coordinate axes
information, and miscellaneous drawings.

3.1.2.3 Simulated Fuselage

Math Model - As discussed in AFFDL-TR-73-40, several model
iterations were made to obtain stiffnesses that gave loads applied
to the carrythrough box as close to those from NARSAP as possible.
The latest results at FM992 for plates including axial load
capacity are shown in Tables 111-2 and 111-3 of AFFDL-TR-73-40.
Although the results are mixed as compared with NARSAP, reasonable
agreement was obtained in the more highly loaded areas.

Subsequent to running the axially loaded plate model, it was
decided; because of extensive calculated plate buckling, offset
plate load paths, and excessive effective widths of simulated
fuselage acting to pick up loads which should have been in the
box cov2r; that a run should be made with the plates carrying
shear loads only. Such a model was run and the results are shown
in Tables 10 and 11 which compare the results with NARSAP
results. As in the case of panels carrying axial load, the re-
sults were mixed with the agreement with NARSAP being better in
some cases and poorer in others. The amount of wing bending
moment carried in the box did increase to nearer NARSAP values.

The model is currently being revised to include area and gage
changes found to be necessary during the stress analysis. In
addition, the carrythrough structure in the model is being updated
to reflect the current design. The FSIL box is to be simulated
first, followed by the NBB.
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Detail Stress Analysis - Analysis of the simulated fuselage
drawings was started and is in progress. It was found that the
original design would buckle at relatively low load levels so
various stiffener and frame arrangements were studied and increased
gages w2re determined such that buckling would not occur during
fatigue testing. In order to provide increased fatigue resistance,
longeron areas were increased where necessary to reduce stress
levels. Preliminary analysis of various joints were accomplished.

Model Data Transfer - A deck of TNI input data cards was furnished

to AFFDL for running the model on ASOP.

3.1.2.4 Miscellaneous

Design Review Support (May, 1973)

Papers covering efficient computer usage for preliminary
design and fail safe brazed structure were prepared and presented
at the design review.

Computer liems

1. Prog-:ams TR4 and TNI were wodified to allow tape storage
of joint displacements along with other output data.
A program was written to allow SC 4020 plots to be made
from the stored displacement data. Examples of the
plots are shown in Figures 35 and 36

2. An IBM version of NASTRAN became available and indications
are that the system charge time at Convair will be less
than for the CDC version. The buckling studies
previously discussed are being conducted using the
IBM version. The IBM version has enough capacity to
both restart and retain data for plotting.
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3.1.3 Fatigue and Fracture Analysis

The fatigue and fracture analysis requirements for the AMAVS
program are essentially the same as those specified for the base-
line aircraft. The fatigue loads spectrum, the fatigue life
requirements and the fracture analysis requirements are outlined
in AFFDL-TR-73-1, the first 6-month interim report.

During this reporting period, most of the effort was directed
toward reducing the results of the materials and component test
programs to a form suitable for WCTS design. In addition, work
was continued on the development and application of finite element
fracture analysis procedures. Results to date are summarized in
this section.

Significant effort was also directed toward the preparation
of a Fracture Control Plan and a Component Test Plan. These plans
were published as FZM-6068 (I February 1973) and FZM-6054 (April
1973), respectively and will not be covered herein.

3.1.3.1 Fatigue Analysis - Preliminary fatigue allowables were
determined for each WCTS configuration using the results of the
stress analyses, the fatigue loads spectrum and available S-N
data. The procedures employed and the preliminary results are
presented in AFFDL-TR-73-40, the Phase Ib Preliminary Design
Summary Report. Except for the FSRL lug, these allowables are
still being used. Further analyses will be conducted upon com-
pletion of the stress analysis of the two WCTS configurations
selected for detail design.

A revised fatigue allowable was developed for the FSRL lower
lug using the lug analysis procedure and the S/N data for beta
annealed 6A1-4V titanium reported in AFFDL-TR-73-40. The fatigue
analysis results, shown in Figure 44 , indicate an allowable of
78 ksi. The analysis procedure was validated by results of the
first 3/8 scale lug test, 603FTB004. This specimen had a net
section stress of 73 ksi and developed fatigue cracks after 6
lives of cycling. The second specimen was damage tolerance tested
after 4 lives of fatigue cycling. Since cracks did not develop
during the four lives, only partial validation of the fatigue
analysis was obtained.

3.1.3.2 Crack Growth Analysis - Crack growth analyses based on
linear elastic fracture mechanics are being conducted to determine
the safe crack growth characteristics of the WCTS in accordance
with the Baseline Fracture Mechanics Design Requirements. The
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analyses are based on constant amplitude fatigue crack growth
data developed for each of the materials selected for primary
structure. Spectrum retardation and environmental effects are
accounted for by use of the Wheeler crack growth model, Reference
1. The empirical parameter, m, needed to tune the Wheeler model
for the case of interest is determined by correlation of spectrum/
environmental test results and analysis results using a series of
m values. The m that leads to the best correlation of test and
analysis is then used to dutermine the crack growth behavior of
the WCTS.

3.1.3.2.1 Constant Amplitude Fatizue Crack Growth Data - The test
plan and current status of the constant amplitude fatigue crack
growth tests are shown in Table 12 . The test data for 10 Ni
steel and for beta annealed 6A1-4V titanium have been reduced to
a form suitable for analysis. Testing on Beta C has just started,
therefore, the appropriate equations have not yet been derived.

10 Ni Steel

The 10 Ni steel data have been expressed as Forman equations
having the following form:

da = C(AK) n  Y
dN (Il- R) ZOO- A K

Where da - Crack growth rate
dN
AK - Stress intensity range
Y - Environmental factor
R - Load ratio, Min load/max load

C,N - Empirical parameters

The empirical parameters used to fit the test data are summarized
below:

Stress Intensity Range Parameters Environmental Factor,

R AK Range C n DA STW/6 STW/60

R<0.5* K <15 4.34 x 10-8 3.3 1 1 1

R!-0.5* AK> 15 2.94 x 10 - 6 2.0 1 2 1.5

R>0.5 All AK 2.52 x 10- 7 2.2 1 2 1.5

*For 0.3 < R<0.5, let R - 0.3 in Forman Equation.
**Dry Air ***Sump tank water, 6 cpm or 60 cpm as shown.
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The analytical curves are shown with the test data in Figures
45 and 46 . Note that for the R - 0.1 tests in sump tank
water, there is a significant reduction (relative to corresponding
tests in dry air) in growth rates at A K levels below about
20ksi VU. The reduced growth rates are attributed to rust deposits
on the fracture surface limiting the crack opening displacement
range.

Beta Annealed 6AI-4V Titanium

The beta annealed 6AI-4V titanium data have been expressed as
Paris equations having the following form:

da = C(AK)n

The analytical curves are sliown with the test data in Figures
47 and 48.

3.1.3.2.2 Spectrum - Environmental Crack Growth Tests - The test
plan and current status of the spectrum environmental crack growth
tests are shown in Table 13 . Crack growth analyses based on
the Wheeler model have been conducted to develop an analytical cor-
relation for each set of test data. The experimental and analytical
results are sut=marized for 10 Ni steel in Figures 49 through
53 and for beta annealed 6A1-4V titanium in Figures 54
through 58.

3.1.3.3 Finite Element Fracture Analysis - It was reported in
Reference I that calculation for Mode I fracture had been coded
and checked out. Within this reporting period the following
tasks have been performed.

1. Mode II Analysis

Calcu]ition of crack tip stress intensity factors for Mode
II fracture has been programmed and checked out for computer
procedure UDI. Therefore, UDl is capable of calculating KI and
KII simultaneously.

Test Problem 1 - Center-Cracked Plate Under Shear Load - A
square sheet with a center crack under uniform shear load along
its periphery was analyzed. Because of double skew-symmetry
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only the upper right quarter needed to be simulated as shown in
Figure 59 . The Kit calculated by UDL is 113.0 psi V / while
the solution for the crack in an infinite plate under same
loading is:

K1 I - a - 113.7 psi Vti.

The rather close correlation between the finite element
solution and the theoretical solution for the infinite plate
deserves some comments: (1) the coarse grid work used in the
analysis should yield a solution about 5. too high as was ob-
served and reported previously in the Mode I analysis (Reference
2), (2) there is no theoretical finite dimension correction
factor for KII calculation, however, it is reasonable to presume
that the factor should be slightly greater than one. The effect
from (1) tends to compensate that from (2). Thus the Mode II
stress intensity factor calculation is shown to be satisfactory.

Test Problem 2 - Center-Cracked Plate Under Corner Load - The
same square plate as in Problem 1 was loaded under antisymetric
corner loads as shown in Figure 60 and it was analyzed using
computer procedure UD1. The purpose of this analysis was to
demonstrate the capability of UDI to calculate K1 and KII simul-
taneously. There is no theoretical solution to this problem,
yet the results seem in the right range.

2. Structural Design Analysis

Three analysis problems were solved by computer procedure
UDL. Results and discussion follow.

Problem 1 - Two Parallel Cracks in A Semi-Infinite Plate
Under Uniform Tension - Two cases were studied to evaluate the
two-crack test specimens used in the spectrum environmental
effects test program. The results are summarized in Figure 61.
With two equal cracks located 5 crack lengths apart along the
load axis the stress intensity factor is magnified by a factor
of 1.05. If one of the cracks is reduced to less than half of
the other crack, the KI of the smaller crack is slightly less
than that of a single crack of the same length in a semi-infinite

plate due to the "sheltering" effect of the larger crack. The
KI of the larger crack is virtually unchanged from that of a
single crack in a semi-infinite plate.

Problem 2 - Damage Tolerance Test Specimen - Figure 62
shows the general arrangement of the damage tolerance test
specimen, 603FTB033. Four computer runs were made for a - 0.5,
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1.5, 2.5 and 3.0 in. The variation of KI vs a is shown in Figure
63. The crack arrest characteristics are similar to those
anticipated for a crack in a bay approaching a stiffener in the
FSIL lower plate.

Problem 3 - Idealized Fail-Safe Brazed Lower Plate - A
cracked sheet reinforced with brazed stringers was analyzed.
The structural arrangement is shown in Figure 64 . The
analysis was conducted in order to gain some insight into the
crack arrest behavior of the FSiL lower plate under tensile loads.
The following assumptions were made prior to the analysis:
(1) the bonding between the cracked sheet and the midstringers
remains intact as long as a < 1.0 in, and (2) debonding between
the cracked sheet and the midstringers occurs for a > 1.0 in.
The stress intensity factors were calculated for a - 0.5, 1.0,
2.0, 4.0, 6.0 and 7.5 in. and were plotted in Figure 65 . The
abrupt increase of KI at a - 1.0 in. is due to delamination of
the midstringer along the braze line.

3. Trianaular and Quadrilateral Plate Elements

The triangular and quadrilateral plate elements have been
introduced into UDi in order to accoamodate irregular geometry
and configurations. The triangular element (Figure 66 )
stiffness matrix is based on the following displacement
assumptions.

ux clx + c 2 Y + c 3

UY - c4 x + c 5 y + c6

The stiffness matrix for a triangular plate element, derived
in Reference 3, is of the following form:

k - kn +k s

where kn represents stiffness due to normal stresses and k.
represents stiffness due to shearing stresses and
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Y32 2

-Y 32 X32 x322 Symmetric

kn = Et Y32Y31 ux3 2 y3 1  Y3 1
2

4A123 (1- 2) x32x3 "Vy31X31 x312

Y32Y21 -vx 3 2 y 2 1 -Y31Y21 Vx31Y21 Y21 2

-VY32x21  x32x 21  y3lx21 "x31y21  "VY21x2 x21 2

Ix322

-x3 2Y32  Y32 2  Symmetric

k Et "X3 2 x 3 1  Y32-(31  x3 12
8A123 (1+.) X3 2 Y2 l "Y32Y31 "X3 1Y3 1  y312

x32x 21 -32'21 x 3 1 x 2 1  Y3 1X2 1  x212

"332Y21 Y32Y21  x31Y 21  -Y31Y21  x21y21  Y21
2

where A23 - Area A 123

xij " Xi - xj

and Yij Yi - Yj

A quadrilateral plate element is subdivided into four
triangular elements by connecting its opposite vertices. The
stiffness matrices of the triangular elements are assembled.
The stiffness matrix of the quadrilateral element is then
obtained by eliminating the mid-node coordinates.
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3.1.4 Materials Engineering

3.1.4.1 Material Selection

The primary materials selected for the use in the AMAVS designs
are 7050 aluminum, Beta C titanium, beta annealed 6AI-4V titanium and
10 Nickel steel. Tentative design allowables have been established
and were included in AFFDL-TR-72-73 and AFFDL-TR-73-1. Based on
tests that have now been completed final design allok ables are
now available for the beta annealed 6AI-4V titanium and are shown
in Table 14

The test plans for the selected materials are included in
the following test plan charts:

603R100-l "D" 6A1-4V Beta Annealed - Welding
603R100-2 "F" 10 Ni Steel - Welding
603RI00-3 "J" Sheet I 6AI-4V Beta Annealed - Brazed
633RI00-3 "F" Sheet 2
603RI00-4 "F" Beta C Titanium Base Material
603R100-5 "F" 6AI-4V Beta Annealed Base Material
603R100-6 "G" 10 Ni Steel Base Material
603RI00-7 "F" Beta C Titanium Bonding

The latest revisions to 603RI00-2, -3, and -6 are shown in this
-enort as Figures 67 , 68 , 69 . The rest c f the test plan
charts with their latest revisions are included in AFFDL-TR-73-40.

3.1.4.2 Material Procurement

10 Nickel Steel - All material for the materials test program has
been received. The only procurement now active is the 10 Nickel
steel to support Group II component tests, NDI tests and weld
parameter studies. One piece of steel, size 2k" X 60" X 128", is
being produced by U. S. Steel Corporation from a slab available
from a Navy order identified as being from Heat No. C52106 Slab
F4619. Test data from three different I" thick plates from this
same heat of material are reported in Table 15

Beta Annealed 6AI-4V Titanium - All materials have been received
and acceptance test data reported in Table 16 . The last two
(2) pieces of 1.75" X 46 " X 80" received is reported on the last
two (2) items of acceptance data. This table has been revised to
include additional data generated since it was originally published
ir AFFDL-TR-73-1.
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Beta C Titanium - Al' the required materials for the test programs
have been received. i' total list of ;he materials received is
included in Table 17 The chemical composition of the three
(3) different heats are as follows:

Weight Percent

Heat No. Feat No. Heat No.
Element Specification 304324 600393 690507

Carbon .05 .02 .02 .01

Nitrogen .03 .011 .014 .012

Iron .3n .06 .06 .06
Aluminum 3.0-4.0 3.4 3.4 3.4

Vanadium 7.5-8.5 8.3 8.2 8.1
Chromium 5.5-6-5 5.8 5.9 5.6
Molybdenum 3.5-4.5 4.2 4.1 3.6
Zirconium 3.5.4.5 3.9 3.4 4.3
Oxygen .12 .110 .093 .102
Hydrogen .02* *

*All heats are within specification value, . Each product of
each was inspected.

The requirements for 90 inches wide Beta C was eliminated
when the DTIL design configuration was eliminated at the end of

Phase lb. The orders for the material was cancelled and no
further evaluation or studies of wide sheet are planned during the
AMAVS program.

Table 17

Beta C Titanium Received

SIZE QUANTITY RMI HT NO

.040 X 38.5 X 113 2 304324

.050 X 38.5 X i01

.125 X 36 X 99

.125 X 37 X 100 1

.125 X 38 X 103* 2

.125 X 38 X 97 1

.125 X 38 X 97 1

.125 X 36 X 97 1
125 X 38 X 101 1

.125 X 38 X 97 1

.125 X 38 X 96 1
_ 1 ,( 37 X 97 2 304324
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Table 17 (Continued)

SIZE QUANTITY RMI HT NO

.160 X 11 X 21 1 301324

.625 X 25 X 37 1
2.500 X 24 X 24 1 304324
.062 X 36 X 92 1 600393
.062 X 36 X 94 1
.100 X 36 X 96 2
.125 X 36 X 96 16
.375 X 36 X 96 1

2.500 X 24 X 24 1 600393
.125 X 36 X 96 2 690507

2.500 X 24 X 24 1 690507

Rolled and Pickled to size, all other sheet product rolled,
grounded and pickled

Brazing Alloy - Approximately 51 pounds of Dynabraze B brazing
has been received. The chemical composition and certification
are included in AFFDL-TR-73-40. Additional alloy will be required
for Phase II component tests.

3.1.4.3 Materials Testing

Materials Data Report - Convair Report No. FZM-6148 has been
prepared covering the majority of the test data that has been
generated. This report is the first of four (4) interim reports
and a final report which are to be prepared for this program.
The scope of the test program, the test procedures used, test
equipment description, test specimen configurations and test
data are included.

Sixgiificant Data - The first Beta C titanium spectrum crack growth
test was completed. The specimen had two .12 incb long center
cracks; one in sump tank water and one in dry air. The crack in
sump tank water grew to critical size (1.6 inches) in twelve
flights while the crack in dry air did not grow a measurable
amount. The cause of the early failure is being investigated.
Crack propagation tests (da/dN) and stress corrosion tests (Ktscc)
have been given priority in the test program. Metallurgical
examinations indicate intergrandular crack growth with possible
signs of RrreRR corrosion. Data on weldments and brazed joints
are included later in this section.
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3.1.4.4 Brazing Development

A list of brazed specimens with details of the braze cycling
and comments are listed in Table 18 . Twenty seven (27) braze
assemblies have been cycled since 15 March 1973 without a leaking
retort with no contamination, good wetting, and predictable NDI
results. The 603R100-3 test plan has been maintained with changes
to the plan as noted on the "J" revision, Figure 68 . One of
the overlapping plank specimen.4 has been dropped since this design
concept has been abandoned. ''he surface finish of the interface
surfaces remains the most critical factor. Steps of over .001
in. result in braze raids. Non contacting surfaces between silver
and titanium between layers of silver is susceptible to contami-
nation by whatever atmosphere is present.

The second 603FTBO05 panel brazed on 2 March 1973, originally
reported as a good braze, was found to have approximately 10% braze
at the interface. Two layers of braze alloy (.002" and .005") were
used to supplement steps at plank intersections due to slight
variations in plank thicknesses. The .002" silver brazing elloy
foil was tack welded to one layer of planks and the .005 foll was
tack welded to the other layer of planks. A subsequent destruction
test showed the braze alloy to have wet the titanium surfaces
consistently but due to the atmosphere contamination trapped in
the pockets in the center of the panel, the interfaces of the
two (2) layersof silver alloy oxidized and did not wet at the
brazing temperature. Prior and subsequent test plates did not
have pockets and excellent braze joints resulted. Note the
VQ/I bend shear results of panels No. 2 and 19 in Table 19
It is reasonable to assume some contamination occurred on the
interfaces o-' the silver braze foil next to the titanium but the
reaction at the braze temperature was sufficient to overcome the
oxidation and produce wetting. The radiograph results did not
agree with the ultrasonic inspection results. The radiograph
indicated a 987. braze based on the presence of silver. The
ultrasonic inspection indicated fair correlation with the
destruction test results. See Figure 70 for microsection of the
BOO5 brazed panel. Note the lack of wetting between the two layers
of silver alloy. The configuration of the panel contributed to
the lack of correlation. Correlation on other panels and brazed
specimens have increased confidence in ultrasonic inspection to the
point that it should be mandatory (in conjunction with X-ray) to
iisure reliability of any brazed assembly. In the future, brazed
assemblies with pockets will be tooled to insure the removal of
atmosphere from all portions of the assembly.
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Table 19

BRAZED PANEL (603R100-3)
VQ/I SHEAR DATA*

SPECIMEN SPECIMEN DIMENSIONS SUPPORT LOAD SHEAR BZ JOINT
NO. L W T SPACING (LBS) (PSI) FAILURE COMMENT

BZ16-JICI 2.5 .5 .25/.25 1.625 14,800 59,000 Yes No Void
-J2C 12,250 49,000 20% Void
-J3C 12,950 51,700 10% Void
-J4C 14,250 57,000 No Void
-3SC 11,400 45,500 20% Void
-J6C .5 12,700 50,800 No Void

BZ1.7-JIC .45 12,200 53,800 No Void
-J2C 12,000 52,800 No Void
-J3C 8,900 39,200 20% Void
-J4C 2.5 1.625 11,800 52,000 Yes 5% Void
-J5C 4.0 3.5 15,950 No Bending demonstration
-j6E 1.625 13,700 60,200 Yes No Void

BZ15-QlE 10,900 48,000 No Void
-Q2E 10,500 46,200 10% Void
-Q3E 10,100 44,500 10% Void
-Q4E 12,490 55,000 5% Void
-Q5E 12,100 53,100 Yes No Void
-Q6E 1.625 11,000 48,400 No 207 Void
-Q7E 4.0 .45 3.5 9,850 Yes 2C% Voids

bending demonstration
-Q8E 1.625 10,400 45,800 Yps 5% scattered void
-Q9E 10,000 44,000 No 5% scattered void

BZ18-ZIC 12,000 52,800 Yes No Void
-Z2C 10,000 44,000 20% Void
-Z3C i,500 51,500 15% Void

BZ11-QIE 10,500 46,200 No Void
-Q2E 10,600 46,60(
-Q3E 10,000 44,000
-Q4E 10,900 48,000
-Q5E 9,600 42,20(
-Q6E 1.625 10,800 47,50C Yes No Void
-Q7E 4.0 .45 3.5 15,350 No No Void -

bending demonstration

BZ13-JIE .40 1.625 8,000 40,00( Yes 27% Void
-J2E 9,400 47,00( 27% Void
-J3E 8,000 40,00( 27% Void
-J4E .40 9,300 46.50C 27% Void

BZ14-NIE .45 9,800 44,00( 10% Void
-N2E 9,000 40,50( 10% Void
-N3E 9,200 41,40( 10% Void
-N4E 4.0 .45 .25/.25 1.625 9,300 41,70( tea i% Void
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TABLE 19 (Continued)

SPECIMEN SPECIMEN DIMENSIONS SUPPORT LOAD SHEAR BZ JOINT

NO. L W T SPACING (LBS) (PSI) FAILURE COMMENT

BZ4-QIE 2.5 .50 .25/.25 1.625 16,000 64,000 Yes No void
-Q2E 16,100 64,400 Yes 37 void
-Q3E 16,400 65,600 No No void

BZJ-QIE 11,700 46,700 Yes
-Q2E 11,400 45,500
-Q3E 10,400 45,500 No void

BZ2-QIE 11,500 46,000 2% void, button
-Q2E 10,800 43,200 No void j
-Q3E 11,500 46,000

BZS-JIC 11,800 47,200
-J2C 11,300 45,200 , thin braze
-J3C 11,600

BZ-QIE 10,600 42,400
-Q2E 11,000 44,000
-Q3E 11,900 47,500

BZ7-MIC 11,150 44,500 No void
-M2C 11,400 45,600 5% void
-143C 12,400 49,600 No void4

BZ8-QIE I 12,200 48,700 5% void
-Q2E I 12,050 48,100 No void
-Q3E - 12,500 50,000 Yes No void

BZ=I2A-JlC .50 i 10,700 No Failed in bending
-J2C .45 8,800 35,500 Yes No void
-J3C .45 8,800 35,500 No void

BZ13A-P1E 1 .50 9,600 38,400 107. void, (Lines)
-P2C 1 10,500 42,000 No void
-P3C 9,800 39,100 50% void, (Lines)

BZ14-QlC 12,900 51,500 3. void
-Q2C 12,300 49,100 No void
-Q3C 10,700 42,800 30% scattered void

BZ19-LIE 12,300 49,200 107 void, (groove)
-L2C 10,500 142 000 20 void, (groove)
-L3C 11,800 j47:2001 15 void, (groove)

BZ25A-Q1C 11,000 144,000 37 void
-Q2C 10,700 '4 2 ,800 No void
-JIE 2.5 .50 .25/.25 1.625 10,100 40,400 Yes 5% void

I .I

1l. Strips were sawed from panels. Dim. are + .03

2. Loads are omximum at braze line failure - Yielding was noted prior to failure.

3. Specimens hct failed had load removed after yielding.

4. VQ/I shear stress based on fully plactic bending stress distributions which are
not applicable at the failure loads shown.

5. Estimated percentage void listed in "comment" based on interface area of
specimens delaminated and X-ray of specimens not delaminated.

6. "C" denotes specimen removed from other than edge of panel.
"E" denotes specimen removed from edge of panel.
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Figure 70 603FTB005 NUMBER 2 BRAZE ASSEMBLY 200X

(1% HF, 2% H1N0 3 ETCH)
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The VQ/I shear data is shown in Table 19 for specimens
from 19 panels. Shear data from the last 11 panels was very
consistent and high. It is interesting to note that even with
large voids created by the .002, .005, .020 grooves cut in one
plate lamina (panel 19) the shear strength was high.

The sustained load stress corrosion resistance lap shear
testing is listed in Table 20 . All but one of the single lap
shear specimen from panel Ii have failed at less than 1000 hours.
Specimens from panels 14, 7, 1, 4, and 8 have indicated no early
failures with the exception of 3pacimen BZI-12 from panel I in
Group IV. Metallography will be performed on representative
specimensto establish cause of failure. The data from double-
double lap shear specimens has been inconsistent. With four inter-
face braze joints per specimen good fit was impractical and overall
specimen braze shear strength is inconsistent at best. These
tests are in process and will characterize the stress corrosion
resistence of titanium brazed with silver-aluminum-manganese alloy.

The environmental sensitivity testing has indicated thus far
that the corrosion resistance of the brazed specimen is very good.
See Figure 71 for update of data generated to date.

3.1.4.5 Welding Development

The electron beam welded 6AI-4V titanium tensile and fatigue
specimens have been tested. See Tables No. 21 and 22 and
Figu:e 72 for tabular and plotted data,respectively. As can
be noted on Figure 72 the endurance of EB welded specimen
follows closely the fatigue resistance of the parent metal. Only
the failure that occurred in the parent metal, weld and heat
affected zone, are plotLed. A high percentage of specimens were
radius and loading hole failures. These failures were of sufficient
,umber of cycles to compare with the weld area failures.

The GTA welding of the 10 Nickel steel (HYI80) plates have
been completed. Tensile specimens have been prepared and tested
(see Table 23 ). Additional tensile and CVN specimens are being
prepared for testing.

3.1.4.6 Adhesive Bonding and Development Tests

A summary of the adhesives test program is presented in
AFFDL-TR-73-40. All tests shown in test plan chart 603R100-7
have been completed except items 5, 7, 8, and 13. Items 5 and
7, the environmental effects (sump water) on adhesive shear strength
and cleavage, are undergoing exposure. Item 8, the dog-bone
fatigue test, is in a hold status pending a decision on whether
to conduct the test. Data from Items 9 (large area bond strength
and VQ/1 shear) and 2 (adhesive shear modulus), and a discussion
of the adhesives prograin to 15 March 1973 are also presented in
the AFFDL-TR-73-40. 155
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Table 21

TENSILE TEST RESULTS
(FLAT TYPE, 2.0" G.L.)

Transverse ;qelds in Beta Annealed
6AI-4V Titanium, FTJI0940-14 9

Specimen Welded Specimen YTS UTS %E 7RA

Test No. Plate Thick Width (KSI) (KSI)
Thickness (inches)
_ (inches)-,

(1)

64T0-1 .675 .379 .7210 114.5 124.8 13.5 23.1

64'ro-2 .675 .378 .7088 115.7 126.2 12.5 21.4

64T0-3 .675 .377 .7215 114.3 125.7 13.0 22.4

(2)
64T1-1 1.0 .376 .7305 116.1 126.7 13.0 21.7

64T1-2 1.0 .378 .7280 115.9 125.7 13.0 20.5

64TI-3 1.0 .375 .7210 115.0 125.4 13.0 22.5

(3)
64T2-1 2.0 .378 .7225 111.7 120.8 12.0 17.9

64T2-2 2.0 .376 .7188 113.6 122.8 12.0 16.7

64T2-3 2.0 .375 .7188 110.9 120.9 12.0 18.9

Averages .675 115.0 125.6 13.0 22.3

1.0 1i.7 125.9 13.0 21.6

2.0 112.1 121.5 12.0 17.8

(1) Heat Number - RMI 295551

(2) Heat Number - RMI 295561

(3) Heat Number - RMI 304583
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Table 23

10 Nickel Steel Weidments - Mechanical Properties

SPECIMEN NO. YIELD .'OINT uLTIMATE ELONG- R. A.

(KSL) (KSI) ATION %.

NI-T-1 186.1 188.7 14.0 71.7

N1-T-2 186.2 190.1 14.5 72.3

Nl-T-3 183.5 186.7 14.0 72.4

Ni-T-4 183.4 188.5 14.5 71.1

Nl-T-~5 185.8 192.1 14.0 69.1

Nl-T-6 185.8 191.3 14.0 69.5
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PL-717B from the B. F. Goodrich Company has been selected
as the adhesive to he used for the remainder of the AMAVS Program.
The decision was based pr!marily upon the failure mode of L/t
lap shear specimens and the VQ/I beams. There was no major
difference in various adhesive shear strength levels.

The failure mode difference indicated an advantage of the
PL-717B over AF-66 in an apparent crack stopping ability after
the bond line was initially ruptured. This was shown in the L/t
specimens where AF-66 specimans, following metal yield, ruptured
the bond line through peel and/or shear forces under continued
load applications. The PL-717 in some cases broke the metal even
though the large degree of area reduction in the titanium during
yield had created a rupture in the bond line (up tc 3/8" deep)
at the end of the lap joint. This extended load carrying ability
was also shown in the VQ where specimens of AF-66 had a distinct
failure point whereas the PL-717 specimens continued to carry
load.

Details of significant tests completed since 15 March 1973
are presented in the following paragraphs.

4t Data - PL-717 and AF66 Adhesive; 6-6-2 Titanium Adherends

Empirical data was generated for four different overlap
dimensions for one thickness of titanium shcet. The Lest panel
geometry is shown in Figure 73 . For each overlap dimension.
two panels were bonded to permit a comparison between bond cycles.
Bond cycle consisted of curing 1 hour at 260°F under 30 psi
pressure. The adherends were cleaned by grit blasting followed by
a 15 minute room temperature immersion in Pasa-Jell 107M, a
commercial acid solution from Semco Corporation.

Tests were conducted at three temperatures, -65, 80, and 180
degrees F for each overlap and adhesive material. The rcsults
are given in Tables 24 and 25 for each specimen tested. The
data is presented graphically in Figures 74 through 79 in
terms of load versus overlap dimension for each temperature and
adhesive. The load level corresponding to average yield strength
of the titanium substrates is superposed on each figure for
reference. Both adhesives exceeded the yield strength of the
metal for 1.5- and 2.0- inch overlaps at -65 and 80 degrees F.
The data shown in Figure 79 indicates that the PL-717 adhesive
might be capable of exceeding the reference yield strength at
180°F for an overlap greater than 2.0 inches. AF-66 (Figure 76 )
would probably not be capable of yielding the metal since the
load-lap length relationship appears to have reached an asymptotic
load level near 2.0-inches overlap.

The failure modes of PL-717 and AF-66 bonded specimens were

dissimilar for the larger overlaps. Following metal yield,
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specimens bonded with AF-66 under continued load application
ultimately ruptured the bond line through peel and/or shear forces.
Specimens bonded with PL-717 under continued load application
following metal yield in some cases ruptured the metal. The
titanium sheet exhibited a large degree of "necking down" prior
to ultimate rupture. These differences in failure modes are
probably due to the differences in adhesive makeup. AF-66 is an
unsupported film with flow controlled through filler-additives;
PL-717 is a supported film where flow is controlled using a nylon
knit scrim cloth.

The data above was used to develop shear strength allowables.
The allowables are presented in the form of shear strength versus
(/t) curves as a function of temperature. Since shear strength
results obtained for a similar adhesive i.e. Hysol's EA-9601 was
represented by a single strength versus t/t curve for aluminum
skins of .032 to .080-inch thickness, it is believed that these
curves can be used for other gages of titanium not too different
from the .050-inch gage. The allowables are presented in the
form of shear strength versus (.[/t) curves as a function of temp-
erature. Since shear strength results obtained for a similar
adhesive i.e. Hysol's EA-9601 was represented by a single strength
versus t/t curve for aluminum skins of .032 to .080-inch thickness,
it is believed that these curves can be used for other gages of
titanium not too different from the .050-inch gage. The allowables
are presented in graphical form in Figures 80 and 81 . (The
allowables were actually derived in terms of load versus lap length
and then converted to strength versus (1/t curves). These allowables
were obtained for each adhesive material in accordance with the
following equations

(Allowable)ij - (Average Result)ij - K V,I_aSp ()

where i - overlap

j - test temperature

V - degrees of freedom - 30

a a "risk" - .05 for B-allowable

- .01 for A-allowable

K - One-side tolerance limit for

95-percent confidence level

Sp - pooled standard deviation
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Sp Vij2j ] (2)

where Vij - degrees of freedom for each
test condition

Sij - standard deviation for each
test condition

The value of 30 degrees of freedom was selected for use in
obtaining K in Equation (1) because this value corresponds to the
sample size required to set a distribution free B-allowable. The
calculated values of allowables, averages, Sij, and Sp are also
included in Table 26 . The A-allowables are not plotted.

The average result used in Equation (1) was the lower result
of X and X of Table 26 which are the averages of the first and
second bonding operations, respectively. The lower results was
used since there appears to be a significant variation in mean
strength due to the different bonding operations. Since there
was only one set of data available for the 1.5-inch overlap the
allowables (shown in Table 26 ) were determined graphically
from curves drawn through the calculated allowables for the ot r
three overlap conditions.
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4t Data - PL-717 Adhesive and Beta C Titanium

Empirical data was generated for four different overlap dim-
ensions and one thickness of Beta C titanium sheet (3A1-8V-6Cr-

. 4Mo-4Zr). The test panel geometry was the same as for the 6-6-2
titanium data except the .12" sheet was not slotted into "finger"
pods. Bond cycle and cleaning of adherends was also the same.

Tests were conducted at three temperatures, -65, 80, and 180
degrees F for each overlap and adhesive batch. The results are
given in Table 27 for each specimen tested. The data is presented
graphically in Figures 82 through 84 in terms of load versus
overlap dimension for each temperature and batch. The load level
corresponding to average ultimate strength of the titanium
substrates is superposed on each figure for reference. Certain
specimens of the 2-inch overlap test series failed within the
0.050 metal at -65F and 80F; several others of this same series
failed at the loading hole in net section tension. All other
specimens tested failed within the adhesive bond line.

One of the test panels which was bonded with a 1-inch overlap
yielded several low test results. At some point in the fabrication
process the panel details became misaligned sufficiently to cause
a iarger gap between the two (0.125 thick) center details than was
normally obtained. The wider gap allowed the epoxy matrix of the
a&hesive material to flow or "bleed-out" more than the other panels.
The high flow characteristic of PL-717 adhesive is a shortcoming
of the system for small area bonding and careful attention must
be exercised to prevent excessive bleed-out in bonding. Five test
specimen from this panel gave low results which were related to
excessive flow; these are noted as applicable on Figures 82
83 , and 84

The data above was used to develop shear strength allowables.
The allowables are presented in the form of shear strength versus
(L/t) curves as a function of temperature. The allowables are
presented in graphical form in Figure 85 • (The allowables were
actually derived in terms of load versus lap length and then con-
verted to strength versus L/t curves). The allowables were obtained
in accordance with the procedure used for the 6-6-2 titanium data
above.

A comparison of the B-allowables for the subject alloy with
6AI-6V-2Sn is given in Figure 86 . The allowables for Beta C
alloy equal or exceed the allowables for the latter alloy at all
test conditions.
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3.1.4.7 Specifications

Procurement Specifications - Convair specification numbers have been
assigned to the procurement specifications which are being prepared

for the program. A list of specifications are as follows:

FMS-1108 Aluminum Alloy (7050) Sheet and Plate

FMS-1109 Titanium Alloy, 6A1-4V Beta Annealed, Bar & Plate

FMS-llll Steel Alloy, lONi-2Cr-lMo-BCo (10 Nickel) Bar,
Forged Billet and Plate

FMS-1112 Wire, Welding, Type 10 Nickel Steel

FMS-1113 Titanium Alloy, 3AI-8V-6Cr-4Mo-4Z (Beta C),
Sheet, Strip and Plate

FMS-1114 Brazing Alloy, Ag-Al-Mn, Strip

FMS-1115 Wire, Welding, 6A1-4V Titanium Alloy, Extra
Low Interstitial

FMS-1116 Adhesive, 250°F Cure, 1800F Service

All of these specifications are in some stage of preparation
except FMS-1108 which is being held pending the results of design
and stress studies to determine actual need for this material.
Process specification to cover welding, brazing, and adhesive
bonding processes will also be performed and are scheduled to start
into preparation in August after more processing data becomes
available.

Non-Destructive Inspection Specifications - Presently prepared
Convair specifications will be used as applicable for the inspection
of raw materials and compopents. The following is a list of the
specification numbers and the type of inspection they cover:

FPS-1084 Penetrant Inspection (A modification of MIL-I-6866)

FPS-0040 Magnetic Particle Inspection (A modification of
MIL-I-6868)

FPS-0018 Longitudinal Wave Ultrasonic Inspection (Similar
to MIL-I-8950)
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FPS-1086 Delta Scan Ultrasonic Inspection (No existing
Military specification)

FPS-0065 Weld Joint Inspection - Combine penetrant,
magnetic particle and radiographic inspection
(No existing single Military specification)

FPS-1076 Magnetic Rubber Inspection (no existing Military
specification)

All of the above specifications have been wri. ten
with the exception of FSP-1086 which is presently being
written. All require that an NDTS be prepared for general use
and for individual parts when specified by Engineering.

Fracture Acceptance Criteria - A fracture acceptance criteria for
inclusion in procurement specifications is being formulated. The
major problem is to establish an acceptance criteria for the two
very tough materials, beta annealed 6AI-4V titanium and 10 Nickel

steel. Acceptable test procedures to determine a valid KI valve

for the 6AI-4V alloy in thicknesses less than 1.50 inch an 4.00

inches for 10 Nickel steel do not presently exist. As a result,

only procuring, chemical composition and microstructural controls

combined with some supplemental type of test can be used for

material acceptance testing. Present plans ere to require these

controls and add Charpy V-notch impact testing as a supplement.

The material procurement specifications will reflect this
philosophy except for Beta C titanium. Valid KI values can be

obtained down to as low as inch thick and perhips to as thin

as 3/8 inch.

3.1.4.8 Corrosion Prevention System

The corrosion prevention finish system selected for use on
metallic materials proposed for the AMAVS Program is described in
the Phase Ib Summary Report, AFFDL-TR-73-40. These finishes are
compatible with those required by Rockwell International for the
B-l, except that the top coats of paint, for exterior surfaces of
the test articles will be MIL-L-81352 acrylic lacquer in lieu of
MIL-C-83286 polyurethane coating.
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3.2 TESTING

During the second six-month period of this program, most
materials testing and all Group I component testing were accomp-
lished. Additionally, Group II component test requirements were
finalized and significant progress was made in preparing for full.
scale testing.

3.2.1 Materials Testing

Materials testing requirements were established prior to the
reporting period and are presented in AFFDL-TR-73-1. Most of the
required testing has been accomplished during the reporting period
as indicated in Table 28 . Significant test results are
summarized in this paragraph and Section 3.1.3 and 3.1.4.

3.2.2 Component Testing

The Group I component test program was completed during the
reporting period.

The following paragraphs describe the results obtained from
each of the component test specimens. Note: Report Number
FZM-6054 describes the specimens.

3.2.2.1 Fastener Comparison Tests - Brazed Laminates - Drawing
Number 603FTBO13

Tests completed and results are shown in AFFDL-TR-73-40,
Phase lb Summary Report.

3.2.2.2 3/8 Scale Brazed Lower Plate - First Specimen - Draving
Number 603FTB005

Tests completed and results are shown in AFFDL-TR-73-40,
Phase lb Summary Report.
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3.2.2.3 3/8 Scale Brazed Lower Plate - Second Specimen

Specimen was put into test with a 48.32 cycles per flight
fatigue spectrum. After two service lives were completed, in-
spection revealed possible delamination occurring. The testing
was continued for an additional 400 flights, then stopped for
another inspection. The inspection revealed delamination oc-
curring at two of the braze splices. Testing was discontinued
and the specimen was removed from the fixture and subjected to
destructive inspection. The inspection and the associated
Engineering investigation disclosed that the failure was probably
due to a poor brazed joint which had been caused by inadequate
purging during the braze operation. A possible aggravating cause
was joint eccentricity. As a result of this test, the configura-
tion of the lower plate has been changed to eliminate the joint
eccentricity and to improve the brazing parameters. Refer to
Section 3.1.4 for further discussion of purging problem.

3.2.2.4 Interim Crack Stopper Test - First Specimen - Drawing
Number 603FTB051

Tests completed and results are shown in AFFDL-TR-73-40,
Phase Ib Summary Report.

3.2.2.5 Interim Crack Stopper Test - Second Specimen

This specimen was configured the same as the first specimen
except that the eloxed notch was only 0.60 inch long and 0.30
inch deep (half-moon shaped) and was completely contained in one
of the center bars. Where the first specimen would be categorized
as fast crack growth, this specimen would be categorized as slow
crack growth. The specimen was fatigue cycled, first by spectrum
loading, then with constant amplitude loading until a crack ap-
peared at the ends of the notch. At this point the loading was
changed back to spectrum cycling and continued until the crack
completely traversed the bar. This took 1075 flights, or approxi-
mately 0.84 service lives. Following this, the bar was cut away
and the web under the bar was examined. Examination showed that
the braze between the bar and the web had failed, and that the
crack had not penetrated into the web.

3.2.2.6 3/8 Scale Brazed Lower Lux - First Specimen - Drawing
Number 603FTBo04

The specimen was fatigue loaded for four seivice lives using
a 38.32 cycles per flight fatigue spectrum. One hundred percent
limit load was 9/64 of the full size airplane load. The specimen was
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thoroughly examined after four lives of testing, and no defect
was found other than some galling between the steel bushing and
the lug. The bushing was smoothed slightly, greased and
reinstalled. Testing was continued for two more lives. After
the sixth life the bushing was again removed and the part was
inspected. Inspection revealed several cracks in the interior
of the pivot pin hole, in all three layers. The bushing was
again reinstalled and testing resumed, but the spectrum was
changed to the 179.32 cycles per flight crack growth spectrum.
The specimen failed in the 650th flight after six service lives.

3.2.2.7 3/8 Scale Brazed Lower Lug - Second Specimen

This specimen was the same as the first except that a 16 RMS
finish was created on the interior of the pivot pin hole, and
the exterior surface of the bushing was dry-film lubricated.

The specimen was fatigue cycled for four fatigue lives in
the same manner as the first specimen. After the four lives of
testing, the bushing was removed and the specimen was inspected.
No cracks were found, and there was no galling on the inside of
the hole.

The specimen was removed from the test fixture and was elox
notched 0.12 inch x 0.12 inch across the edge of the pivot pin
hole in one of the outside layers of material.

The part was replaced in the test machine and spectrum
cycled using the 179.32 cycles per flight spectrum. After 260
flights no crack had appeared so the loading was changed to con-
stant amplitude, using a loading of 3.7% to 65.4% of limit. After
1200 cycles a crack was detected at the end of the elox slot on
the surface of the specimen. Spectrum testing was resumed. As
the crack progressed along the outside layer, a separate crack
initiated in the opposite surface. The two cracks continued to
propagate until failure occurred at 998 flights after crack
initiation.

The total test history on the part at the time of failure
was: Four lives, 1200 constant amplitude cycles and 1258 flights.
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_ _ _ I
3.2.2.8 Fastener ConDarison Tests - Bonded Beta C Laminate -

Drawing No. 603FTBO14

Test results are as follows:

Test Failing No. of Type of
Specimen Fasteners Type Load Cycles Failure

2-7/16
1 Bolts Static 87.300- Net Section

2-7/16
2 Bolts Static 86000 Net Section

2-7/16
3 Bolts Static 85100 # Net Section

2-7/16
4 Taperloks Static 84.100 # Net Section

2-7/16
5 Taperloks Static 84700 # Net Section

2-7/16
6 Taperloks Stati. 79,000 # Net Section

2-7/16
7 Bolts Fatipue* 62,348

2-7/16
8 Bolts Fatigue* 42,515

2-7/16
9 Bolts Fatiaue* 44,207

2-7/16
10 Taperloks Fatiaue* 157,644**

2-7/16
11 Taperloks Fatiaue* 201 700**

2-7/16
12 Taperloks Fatipue* 53-000***

*1170 Lbs-To-23,400 Lbs.
**Failed In Grips

***Nontest Bolts Failed - Bolts were reused

3.2.2.9 Bonded Shear Web Stability Tests - Dwg. No. 603FTBO12

Two specimens, each consisting of two plies of 0.125" thick
Beta C titanium bonded together, were tested to failure in a
"picture frame" shear fixture. The failing loads of the two
specimens were within 2% of each other. Shear stress at failure
was approximately 93,000 psi.
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The test results showed that the adhesive (PL-717) successfully
held the two plies together until monolithic buckling took place.
The actual buckling stress agreed well with the buckling stress
predicted by standard analytical techniques using the combined
thicknesses of the two plies as a single thickness.

One specimen consisting of three plies of 0.125" thick Beta C
titanium bonded together was also tested. In this case, the ad-
hesive held the plies to&ether until rupture of the part occurred
at a shear stress of 96,300 psi.

3.2.3 Full Scale Testing

Testing is to be accomplished on a full-scale WCTS of the
configuration to be chosen at the end of Phase II. This testing
will be accomplished at AFFDL in the test setup shown in
Figure L, . Convair will provide test planning, test fixtures
and th. et article , and AFFDL will provide test equipment and
perform the t'oting. A definition of the planned testing is
presented in AFFDL-TR-73-40 along with a description of the
physical setup to be used for this testing.

3.2.3.1 Progress During Six-Month Period

A plan was developed for manufacturing the full scale test
fixture, shipping it to AFFDL and reassembling it. This plan
involves two shipments of hardware as shown in Figures 88 and
89 . The initial shipment will allow early installation and

checkout of loading systems and of some data systems elements.
The final shipment will complete the setup and will facilitate
final checkout and testing. Design of the test fixture is nearing
completion, as is the procurement of fixture materials and hard-
ware. Manufacture of the £1'ame for the initial hardware shipment
is approximately 50% complete. Status at the end of the reporting
period is shown in Table 23 for the main elements of the test
fixture.
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MFG FRAME SECTIONS

ASSEMBLE FRAME

MANUFACTURING SEOL

- - - - -$ - -- -- ------

SHIPMENT OF HARD)WARE

REASSEMBLY SEQL

Figure 88 INITIAl



MFG/PROCURE LOAD
SYSTEM ELEMENTS

PRE-FIT LOAD SYSTEM ELEMENTS

DISASSEMBLE FOR SHIPPING

TURING SEQUENCE -LOWER FIXTURE

INSTALL LOAD SYSTEM ELEMENTS

ASSEMBLE FRAME

FMBLY SEQUENCE - LOWER FIXTURE
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MATE UPPER FIXT.

TO SIMULATED FUS

MATE WCTS TO

MFG SIMULATED SIMULATED FLIS. 9

FUSELAGE SECTIONS

FIT CH
D UMM

MFG WCTS

MPG UPPER MFG DUMMY WINGS, PIVOT PINS,
FIXTURE SECTIONS LANDING GEARS AND SWEEP ACTUATORS

MANUFACTURING SEQUENCE - FINAL HA

ASSEMBLE D
FUSELAGE

FINAL SHIPMENT OF HARDWARE

ASSEMBLE MAJOR COMPONENTS

REASSEMBLY SEQUENCE - FINAL HAR

Figure 89 FINAL SHIPMENT,
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FIT CHECK OF ALL
DUMMY ITEMS

DISASSEMBLE FOR SHIPPING

FINAL HA"DWARE SHIPMENT

SEMBLE DUMMY
SE LAGCE

INSTALL FUSELAGE
IN FIXTURE

INSTALL DUMMY ITEMS AND COMPLETE
THE TEST SET-UP

INAL HARDWARE SHIPMENT
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3.3 QUALITY ASSURANCE AND NDI

The NDI applications development program has been redefined
to parallel the recent changes in the configuration designs. As
a result, the NDI specimen requirements were reidentified and
have been outlined in the following drawings.

NDI SPECIMEN TYPE DRAWING FIGURE

EB and GTA Welding 603R231 90
Bonded Sandwich 603f,232 91
Bonded Laminate 603R233 92
Raw Material and Brazing 603R234 93

3.3.1 Brazed Joint Evaluation

Six 7.5 x 12 inch NDI flaw induction and technique development
specimens have been fabricated to investigate various means of in-
ducing controllable flaws into a braze line. Specimens MD3189-1,
MD3189-2, MD3208 and MD3209, sketches shown in Figures 94
through 97 , were built on the, basis of results obtained from
previous specimens.

A specific objective of the flaw induction program is to
achieve a nonwetted surface. It is anticipated that this condi-
tion will be the most difficult to detect (see Section 4.3.3 of
AFFDL-TR-73-40). Responses obtained by nondestructive methods
from nonwetted areas will be compared to responses from voids
(which are easily induced) and inclusions such as stainless steel
buttons. If the responses from the two types of defects are
identical, only the most easily applied method will be used in
producing reference part defects.

The specimens are also being used to determine suitable
inspection methods. The NDI techniques evaluated on the speci-
mens thus far are: ultrasonic pulse-echo, both contact and
immersion ultrasonics, through transmission, a ring pattern
application (Slik Bond Tester) and X-ray. All of the techniques
except X-ray have been effective on all the induced flaws. One
large area in specimen MD3208 (see Figure 98 ) was not detected
by X-ray and is believed to be a nonwetted surface.
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Based on work completed thus far, four conclusions can be
drawn:

(1) No detectability problems have been encountered with any of
the ultrasonic techniques in the .25 inch thick laminate
specimens. All techniques have readily detected the defects.

(2) The results from ultrasonic pulse-echo tests run from
opposite sides of specimens are identical. Experience has
shown that in some cases pulse-echo responses from one side
cf a part are not identical to those from the opposite side.

(3) Corrosives such as acids do induce flaws, but flaw shape and
size are difficult to control.

(4) "Stop-off" materials such as Everlube T-50 or tungsten
disulfide are effective in creating a void condition (alloy
completely missing in an e-ea). They are not effective in
producing a nonwetted surface.

All of the scheduled brazed manufacturing and engineering
specimens have been inspected using X-ray and ultrasonic pulse
echo. These specimens include the following.

603RI00-3-30, -31, -32, -33, -34, -35, -38, -39, -40, 41,
-42, -43

BZ500-1, -2, -3, -4, -5, -6, -7, -7A, -8, -10, -11, -12,
-12A, -13, -13A, -14, -14A, -15, -17, -18, -19,
-20, -21, -23, -24, -25, -25A, -44, -45

603FTB004-13 #1 and #2

603FTBO05-13 #1, #2 before and after test

603FTBO50-100BZ #1 before and after test, #2 before test.

All of the manufacturing and engineering specimens were
inspected using X-ray and ultrasonic pulse-echo.

The 603R100-3 and BZ500 specimeus evaluated the effects of
variables in the manufacturing process. All of these specimens
had .25 inch thick laminates. Results obtained from the two
methods generally agree with each other.
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"25" . -75

I Di . Di.

TYPE TYPE
1 2 5
FLAWS FLAWS

.25" L~> .75" 1311 5 ___

Di. Dia. Die. Dia.
2-

4, " " " i--

SPACER, TYP 12 --

PLACES 3.OTY 1.5

~t

H 120-
SPECIMEN NO. MD 3189-1
REFERENCE B/P 603R100-3 "B"
MATERIAL: 6A1 - 4V Beta Processed Titanium
BRAZE ,,.LLOY: Dynabraze B (Ag - 5.0 Al - .03 Mn)
PART NUMBFR: To be vibroetched at location shown
SPACERS: To 'be .12" diameter, .002" thick stainless steel

placed in hole punched in alloy

TYPE 1 Everlube T-10FLAWS :
TYPE 2 Tungsten Diaelfide

Tl ,_251"
LAMINATE T2 .25"
THICKNESS: T3 -

Figure 94 ROUGH SKETCH OF NDI SPECIMEN MD3189-1
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13"1 ('' 511 y~ 2511 75"t
0Da. Dia. Dia. Dia.

TYPE TYPE I
• FLAV 'S ° FLAWSI

.25" .7511 13" 51
Dia. Dia. Dia. Dia.

I
SP C R /Y 12 ..... --- t

-" 120I

SPECIMEN NO. MD 3189-2
REFERENCE B/P 603R100-3 "B"
MATERIAL: 6AI - 4V Beta Processed Titanium
BRAZE ALLOY: Dynabraze B (Ag - 5.0 Al - .03 Mn)
PART NUMBER: To be vibroetched at location shown
SPACERS: To'be .12" diameter, .002" thick stainless steel

placed in hole punched in alloy

FLAWS: TYPE 1. - Sulfuric Acid
TYPE 2 Nitric Acid-Hydrofloric Acid Cleaning (Pickling)

Solution

LAMINATE T2 _25t"

TBICKNESS. T3

Figure 95 ROUGH SKETCH OF NDI SPECIMEN MD3189-2
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0Dia. Dia. Dt' Di..

TYPE TYPE
1 2.5

FLAWS 
FLAWS

251.75" t .13" .1
Dia. Die. Dia. Dia

PLACES - -3.o ryr - -[,.--

SPECIMEN NO. MD3208
REFERENCE B/P 603R100-3 "B"
tIATERIAL: 6Al - 4V Beta Processed Titanium
BRAZE ALLOY: Dynabraze B (Ag - 5.0 Al - .03 Mn)
PART NUABER: To be vibroetched at location shown
SPACERS: To be .12" diameter, .002" thick stainless steel

placed in hole punched in alloy

TYPE 1 Sulfuric Acid
FLAWS: TYPE 2 Nitric Acid

T1 .25"
LAMINATE T2 .251"
THICKNESS: T3 i _ _ _ _ _ _

Figure 96 ROUGH SKETCH OF VDI SPECIMN HD3208
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TYPE TYPE
* 1 2 3. -.

FLAWS FLAWS -

Die. Dia. Dia. Dla. A
4'

SPAC/, TYP 12S
PLACES 3 o ry -

SPECIREN NO. MD 3209
REFERENCE B/P 603R100-3 "B"
MATERIAL: 6A1 - 4V Beta Processed Titanium
BRAZE ALLOY: Dynabraze B (Ag - 5.0 Al - .03 Mn)
PART NUMBER: To be vibroetched at locatioi- shown
SPACERS: To be .12" diameter, .002" thick stainless steel

placed in hole punched in alloy
FLAWS: TYPE 1 Everlube T-10

TYPE 2 Tunestan Disulfide

T. .25"
LAMINATE T2 .25"
THICK(NESS: T3

Figure 97 ROUGH SKETCH OF NDI SPECIMEN MD3209
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Figure 98 ULTRASONIC C-SCAN OF NDI SPECIM4EN MD13208
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The first 603FTB005-13 (representative of the lower plate)
produced drastically different X-ray and ultrasonic results.
The part was later shown to have very large areas of nonwetted
surface, see Section 4.3.3.1 of AFFDL-TR-73-40.

A second 603FTBO05-13 was built and tested. The part was
built of components which were warped in manufacturing. To com-
pensate for this warpage, shims and multiple layers of braze
alloy were used. Ultrasonic pulse-echo evaluations of the part
before test (Figure 99 ) showed the part to be relatively free
of defects. The part was then fatigue tested until it failed
(prematurely). A second ultrasonic test showed the part to be
extensively damaged (Figure 100 ).

Two 603FTB004 simulations of the lower lug were inspected.
Ultrasonic inspection was made difficult by the abrupt thickness
changes in the parts. Acceptable recordings were obtained,
however.

Twc crack arrest demonstration specimens were inspected
before and after test.

3.3.2 Bonding Evaluations

Four engineering test specimens were evaluated with through
transmission ultrasonic technique during this reporting period.
These specimens were the four and five layer laminate shear panels
outlined on 603RI00-8; detail drawing 603FTB012.

Only small indications were obtained in inspecting three of
the panels -1-2, -2-1 and -2-2. These indications were resolved
by successive increases in instrument sensitivity to determine
the relative change in the amount of energy required to eliminate
the responses. Thick adhesive areas or other material changes
will attenuate the response only about 5 decibels but a void will
decrease the detected energy by 10 decibels or more. As a result
of applying this procedure the foregoing panels were accepted.

A very large void was detected in inspecting the fourth panel
603FTBO12-1-1 as shown in Figure 101 . As a result of the in-
spection, the panel was disassembled for defect verification and
to reuse the detail parts. Figures 102 and 103 show the
two internal bond lines. Note that, in general, the voids in the
two bond lines correlate with the ultrasonic test.
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Figure 99 ULTRASON~IC C-SCAZ4 OF 6O3FTBOO05#2
BEFORE FATIGUE TESTING

2kVol-,

Figure 100 ULTRASMIC C-SCAN OF 603FTB005#2

ATEER FATIGUE TE.STING

219



Figure 101 THROUGH TRANSMISSION C-'RCAN RECORDING
OF 603FTB012-1-1

6A. -4

Figure~~ 104IASwYO 0W81--
SKoDBvDLN
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Figure 103 DISASSEMBLY OF 603FTB012-1-1
THIRD BOND LINE
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The NDI evaluation specimens were fabricated from either
6A1-4V Mill Annealed Titanium or Beta III Titanium. Each speci-
men had three or four induced flaws of 1.0", 3/4", 1/2" and 1/4"
diamcter teflon tape in each bond line.

Two of the specimens, MD3195 and MD3196, were sandwich type
panels of different skin gage thickness. Through transmission
ultrasonic tests showed all but one of the induced flaws (Figures
104/105). Also, numerous othe. areas were recorded same as the
induced flaws.

The other two NDI specimen, MD3197 and MD3198, were taree
and four layer laminate type panels with .050 and .070 skin gages.
Through transmission tests showed all of the induced flaws but
failed to record all flaws to their known sizes. Several addi-
tional areas were also recorded in Figure 106 , 107 , 308 ,
109 , and 110 .

Both types of specimens were evaluated with other techniques;
resonance and a energy suxmin ultrasonic technique. Investiga-
tions with these techniques have not progressed to a point where
Zinal technique comparisons are realistic.

These specimens were disassembled for bond line analysis
and NDI/DT correlations.

The two sandwich panels, MD3195 and MD3196, were cut in half
before disassembly. One half was disassembled and the visual
inspection showed well defined induced flaws with no unintentional
defect area. The through transmission recording and the contact
methods showed many additional areas; Figure 104 and 105
The reasons for the additional indications have not been determined
at this time.

Figures 106 through 110 , show each bond line and the through
transmission recording. Note that, in general, the natural defect
correlates with the NDI results except the recorded sizes were
larger.

3.3.3 EB and GTA Welding Evaluations

It is the intended objective of the welding evaluations to
examine and select ultrasonic NDT approaches for the inspection of
Beta titanium 6AI-4V and 10 Ni steel weldments. For this purpose
Pulse-Echo-Longitudinal, Pulse-Echo-Shear and Delta techniques will
be and are being investigated.

222



Figure 104 SnUDWLCH PANEL MD3195, THROUGH TRANSMISSION.
RLCORD1NG WITH DISASSEMBLY OF HALF "A"

iw AWL..L~ct~r~

Figure 105 SANDWICH PANEL MD31961 THROUGH TRANSMISSION
RECORDING WITH DISASSEMBLY OF HALF "A"
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Figure 106 SPECIMEN4 MD3197, THROUGH TRANSMISSION4 RECORDING
WITH DISASSEMBLY OF FIRST BOND LINE

.~ . ... ..

A yi

Figure 107 SPECIM MD13197 THROUGH TRAN4SMISSION~ RECORDING
WITH DISASSEMBLY OF SECOSND BOND LINE
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Figure 108 SPECIM4EN MD3198, THROUGH TRANSMISSION RECORDING
WITH D1SASSEKBLY OF FIRST BOND LINE

Figure 109 SPECIMiN 34D3198, THROUGH TRANSMISSION RECORDING

WITH DISASSEMBLY OF SECOND BOND LINE
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4.

Figure 110 SPECPN MD3I98, THROUGHi TRAN~SMISSION RECORDING

AND DISASSEMBLY OF BOND LINE #3
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3.3.3.1 Titanium 6A1-4V Beta Welds (Pulse-Echo-Loniitudingl)

The pulse-echo-longitudinal NDT evaluation has been completed.
Flaw response vs depth profiles have been compiled for transducer
frequencies 5, 10 and 15 MHZ. These response curves, plotted
relative to 2/64 flat bottom holes, (FBH), proved invaluable in
tailoring transducer selection and equipment settings. No evalua-
tions were conducted on transducers or frequencies (i.e.: 2MHZ)
where preliminary examination and prior experience indicated
unsatisfactory potential.

Four 6A1-4V, Ti Beta, one-inch thick angle welds and one,
two inch flat plate specimens were inspected and data recorded.
From these tests it has been established that 15MHZ focused trans-
ducers (SIL and SIJ) produce best ultrasonic penetration and
detection compatible with optimum front surface resolution (FSR).
(One inch weld, .180 in. FSR; 1/2 inch weld, .100 in. FSR)
Pending final evaluation thru specimen sectioning and metallographic
examination, 2/64 discontinuity area is a fair estimate of detec-
tion capability for tnis pulse-echo-longitudinal approach. Parti-
cularly significant are the apparent sensitivity to narrow vertical
flaws and the detection of apparent discontinuity areas not shown
in X-rays. In addition, the technique is straightforward using
the UM 721 reflectoscope.

The following gives an estimate of inspection potential,
defining approximate inspectability, accessibility, thickness
and sensitivity factors:

(1) Flat Plate Vertical Weld:

Accessibility: Two side inspection required due to FSR
depth loss.

Thickness: 2 inch (max) inch depth scanned from each
side.

Inspectability: 80% effectiveness estimated.
20% uncertainty factor due primarily to
flaw orientation and geometry plus FSR loss.

Sensitivity: 2/64" dia. discontinuity area (eat).
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these welds also, 15 MHZ trsnsd.ucers, have permitted the best
obtainable responses. Data recorded in the preliminary "best
effort" inspections will be used in conjunction with, and to
corroborate, the evaluation of the forthcoming 14DI test specimens.
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(2) Tee Weld:

Accessibility: Inspection possible from either of two
sides; from the flat traverse element or
thru the perpendicular arm.

Thickness.: One inch to and including weld area.

Inspectability: 80% effectiveness estimated.
20. uncertainty factor due to flaw
orientation and geometry (no FSR loss).

Sensitivity: 2/64" dia. discontinuity area (est).

(3) Angle Weld:

Accessibility: Any of four side potential approaches.

Thickness: One inch to and including weld area.

Inspectability: 80% effectiveness estimated.
20% uncertainty factor due primarily to
flaw orientation and geometry plus FSR loss.

Sensitivity: 2/64" dia. discontinuity area (est).

3.3.3.2 Titanium 6A1-4V Beta Welds (Delta and Shear)

Shear evaluation test will be conducted at the end of this
program. Delta NDI preliminary tests have been initiated.
Negative results have been obtained with available D6 delta
probes (GD QC 127, 148 and 149). Some aatisfactory results have
been obtained utilizing SIJ 15 and SIL 5 MHZ transducers. Number
3 eloxed slots have produced satisfactory responses. At the
present time bottom and top elox response ratios are not satis-
factory (6 to 7 optimum). This is deemed correctable by optimizing
transducer depths and angles or by transducer selection. A pri-
mary handicap of this technique that must be overcome is the
higher than usual "noise" responses from the weld area. This is
the determining factor in minimum area discontinuity detectability.

3.3.3.3 10 Nickel Steel Welds

Only preliminary inspections have been performed with these
type of welds. Evaluation was conducted in 12, 1/2 inch, flat weld
plates. In preparation for further testing work, eloxed slots
and flat bottom hole (FBH) references are being prepared. For
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these welds also, 15 MHZ transducers have permitted the best
obtainable responses. Data recorded in the preliminary "best
effort" inspections will be used in conjunction with, and to
corroborate, the evaluation of the forthcoming NDI test specimiens.
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3.4 MANUFACTURING DEVELOPMENT

The manufacturing effort during this reporting period was
primarily concerned with manufacturing methods development,
fabrication of engineering test specimens and design support
consultation. Tasks accompdished through March 15, 1973 and
reported in detail in the Phase Ib report (AFFDL-TR-73-70),
are summarized herein and detail results presented for the
period of March 15 - June 15, 1973.

3.4.1 Adhesive Bonded Metal Laminated Structure
Process Development

The plan for adhesive bonding manufacturing process develop-
ment has been realigned and rescheduled due to the decision
made at the January 15-18 design review conference. The
adhesive bonded (DTIL) configuration was removed from AMAVS
carry through box competition. The realigned plan is directed
toward identification and solution of the manufacturing
problems associated with adhesive bonding laminated titanium
components using 118 inch Titanium alloy. Such structures are
included in current designs of the FSIL and "No Box" Box con-
figuration as bulkheads and ribs.

Manufacture of the bulkheads, and ribs involve adhesive
bonding of relatively large area laminates up to four ply
thickness (rather than the 10 ply thickness involved in the
DTIL lower plate). Many of the processing problems antici-
pated are the same as those involved in bonding a 10 ply
laminate. All effort towards development of processes for
bonding 10 ply metal laminates has been stopped. The 10 ply
laminates and the laminate data already obtained will be
utilized, wherever possible, in development of the manufac-
turing processes for the 4 ply adhesive bonded elements.

3.4.1.1 Realigned Test Plan

The new adhesive bonding manufacturing development plan
embodies the following elements:

1. Bonding of a simulated bulkhead, involving manufacture
of lamina details containing machined pockets, cut
outs, and fingers from measured Beta C titanium
1/8 inch ground sheet. The effect of manufacturing
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operations on the curvature and adhesive bonding
characteristics of the details will be determined.
The details will be adhesive bonded into an assembly;
and the assembly evaluated for thickness, warp, and
adhesive bond characteristics. Assessment of chemical
etching of Beta C as a method of metal removal for
manufacturing operations is included.

2. Continued tool planning and manufacturing engineering
support of the manufacture of adhesive bonded design
verification test panels.

3. Support of the raw material evaluation and adhesive
selection and verification test programs.

4. Initial development work on techniques and methods
for repair of voids in adhesive bonded titanium metal
laminated structure.

3.4.1.2 Program Sumnary and Status

To develop the manufacturing process for adhesive bonding
bulkheads, a bonding tool (BNFH) was built and plans were made
for processing and adhesive bonding four simulated bulkhead
panels using "ground" (current) 1/8" Beta C alloy sheet for
2 panels and "rolled and pickled" 1/8 inch Beta C alloy sheet
for 2 panels.

On receipt of the 1/8 inch Beta C alloy sheet in late March,
material for details for one 4 ply simulated bulkhead panel
(40 inch x 36 inch) was sheared and released for measurement
and machining of pockets, cutouts and fingers in preparation
for adhesive bonding. Also, a single lamina (40 inch x 36 inch)
was sheared and sent to chemical etch for etching pockets,
cut outs and fingers for assessment of chemical etching as a
method of metal removal.

All details for completion of the adhesive selection and adhe-
sive evaluation programs have been completed and have been
delivered to Process Control for preparation and testing of
specimens.

Planning for marking and first-cut operations on all incoming
Beta C alloy material has been completed and all Beta C
material has been received, marked, the requtred first cut
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operations performed, and remnants placed in stock. Thickness
and flatness measurements of three "rolled and pickled" and
five "ground" sheets of Beta C alloy 1/8 inch sheet (as
received) have been completed. The "rolled and pickled" sheets
show greater thickness variation, wider thickness range, and
possibly slightly less curvature than the "ground" sheets.

All adhesive bonded design verification test panels (603FTB012
and 603FTB014) have been anufactured and delivered to
engineering test laboratory for test. All fastener tests
(603FTB014) have been completed and three of the four bonded
shear specimens (603FTBO12) have been completed.

Initiation of the program for void repair technique develop-
ment is awaiting approval by AHAVS Program Management.
Preliminary plans for task accomplishment have been made.

3.4.1.3 Manufacturing Problem Area - Summation to Date

The data at present indicates that the major road block to
successful adhesive bonding of laminated structures is the
high degree of non-flatness of the metal used for lamination.
Flat metal can easily be bonded without voids. Curved metal
can easily be bonded without voids provided the pressure
applied during cure of the adhesive brings the two metal
surfaces together sufficiently close, without air entrapment,
so that adhesive fills all space between them. Compensation
for metal curvature can be provided by increasing the volume
of adhesive between the plies. This results in thicker
adhesive bondlines in the finished structure and may result
in a void condition due to local lamina curvature mating
conditions.

3.4.1.4 Proaram Data

3.4.1.4.1 Beta C Alloy Sheet Raw Material Evaluation Data

Sheet Thickness - A comparison of the sheet thickness charac-
teristics of current marketed (ground) sheet and special
"rolled and pickled" sheet (significantly lower in cost than
the ground) is given in Table 30 The data shows that the
thickness range of the "rolled" material is much greater than
the "ground" material, as expected, and indicates that the
grinding operation merely "knocks off" the sheet surface peaks.

The rolled and pickled material could be used in adhesive
bonding, provided allowance is made for tolerance of thicker
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adhesive bondlines, resulting from space due to possible mating
of peaks on Individual lamina. From the range noted in the Table,
the space between the lamina could be as much as .035" due to
peaks on the surface.

Contour diagrams showing sheet thickness variation within each
measured sheet are included in the Appendix. Pages 276 through 280
show thickness variation within the ground sheets. Pages 281
through 283 show thickness variftion within the rolled and
pickled sheets.

Sheet Flatness - Table 31 gives a comparison of the flatness
characteristics of the two types of sheet materials. This data
indicates individual sheet waviness of the two materials is
similar, i.e., both "ground" and "rolled and pickled" material
contain sheets having high waviness and sheets which are relatively
flat. However, the "rolled" sheets may have slightly less
curvature than the "ground" sheets.

Contour Diagrams showing waviness of the individual sheets are
also included in Appendix. Pages 284 through 288 show waviness
of the ground sheets; pages 289 through 291 show waviness of
the rolled and pickled sheets.

3.4.1.4.2 eering Design Verification Test Panel
Manufacture

603FTBO14 - Fastener Comparison Test - To manufacture the
adhesive bonded 603FTBO14 Assembly, a four ply, 1/8 inch
Beta C alloy titanium laminate was laid up using PL717 adhesive
and cured using the deaeration processing technique. The 16 x 36
inch bonded panel was sawed into sections, approximately 5 inch
x 12 inch, and the test specimens were machined to shape and
drawing dimensions. Load and fastener holes were drilled and
reamed in the finisti machined specimens to prepare them for test.
The deaeration processing technique and specimen machining and
hole preparation were accomplished as previously reported in the
Summary report AFFDL-TR-73-40.

The waviness of each Beta C alloy sheet used in the 4 ply bonded
panel was measured on the "as received" sheet and after shear
and grit blast to determine degree of contour change caused by
these operations. Thickness of the bonded panel, as well as the
flatness of each surface, was also measured. The bonded panel
thickness varied only .026 inch, from .504 inch minimim to .530
inch maximum, with the cetiLer area being thicker as shown in

Figure 111.
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Panel surfaces were relatively flat as shown by the flatness
contour maps in Figure 111 varying .017" on the bag side and
.028" on the tool side.

The ultrasonic "C" scan on the bonded panel indicated it possibly
contained some small localized voids; however, no voids were
detected during subsequent machining and drilling operations.

The flatness comparison of the individual sheet lamina, in the
original sheet (Figure 112 ) after shearing (Figure 113 )
and after grit blast (±igure 114 ) indicate these manufacturing
operations cause no significant change in the general shape of
the metal. However, "cans" or high curvature in the large
sheet are, for the most part, trapped within the piece cut
from the large sheet and the curvature magnitude may be greater
or less than was present in the large sheet. Grit blasting
tends to reduce the magnitude of curvature of the pieces.

603FTBO12 - Bonded Shear Web - Except for one assembly, the
four 603FTB012 bonded shear web panels were processed through
detail cutting, machining and adhesive bonding without difficulty.
Cutting and machining of the Beta C titanium alloy sheet was
readily accomplished using current titanium metal working pro-
cedures. Adhesive bonding the net machined details into an
assembly was very successful using make-up rivets to maintain
lamina alignment. This indicates the technique is applicable
for bonding bulkhead, rib and cover panels for the selected
box configuration.

Bonded panel thickness variation and surface flatness variation,
both within a panel and between duplicate panels, was relatively
small as shown in Table 32 . The maximum doubler area thick-
ness variation within a panel was .019 inch and variation between
the panels in the doubler areas was less than .019 inch, Web
area thickness variation, except for one assembly, was approx-
imately the same. The panel thickness measurements reflected
the presence of adhesive bondline thicknesses of up to .020 inch
in the web areas of the panels, except for the one assembly
which indicated adhesive bondline thicknesses of up to .030 inch.

Surface flatness variation was also in the range of .015 to
.025 inch wiLh tool side variations being less than the
variation on the bag side. Contour maps of the bonded panel
surfaces indicate the flatness of one surface is independent
of the other surface, which shows that there was no significant
warpage (rack) in the bonded panels.
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Table 32 603FTB012 ADHESIVE BONDED PANELS

-3 Configuration -3 ConfiquraLt ,C
.

4 Ply Doubler 2 fly Web 5 Ply Doubler 3 P",

SIN 524983 524984 524985 524986 52944

Thickness

Doubler Area

Maximua .519 .510 .540 .542 .

Minimo .500 .497 .525 .525

RAnge .019 .013 .015 .017

Web Area

MaxiKmm .272 .261 .407 .424

MinLunso .259 .252 .390 .389

Range .013 .009* .017 .035**

Flatness (Sag Side)

Doubler Area

Me xKmm .529 .516 .546 .548 .,

M in mm .508 .501 .529 .532

Range .021 .015 .01 .016

Web Area

H4ximu .402 .393 .485 .487

Mitnim= .382 .380 .469 .462

Range .020 .013 .016 .025
t  

.L-

Platn# 3 (tool side)

Doubler Ares

Iaxlmm .528 .515 .546 .549 .

Mintmm .514 .501 .533 .534 .57

RInge .014 .04 .013 .015 [13C

Web Area

taxiam .408 .394 .470 .485 492

Mintulf .388 .380 .460 .473 41C

Range .020 .014 .010 .012 J '

C Web Center Not 14esured.
Panel Peeled valuated #ad teprocessed as 8/ 529441
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Contour maps, showing the thickness variation and surface con-
tour of each bonded panel, are included in Appendix, pages
292 and 23 show the thickness variation in the -3 panels;
pages 294 through 296 show the thickness variation in the
-1 panels. Surface contour of the -3 panels are shown on
pages 297 and 298; surface contour of the -1 panels are
shown on pages 299 through 301.

As previously indicated, difficulty in bonding one of the -1
configuration assemblies was encountered. The bonded oanel,
after cure of the adhesive, indicated thick adhesive bond
lines (from measurement of the web area thickness) and NDI
through transmission "C" scan indicated a large void in the
web area.

The bonded panel (S/N 524986) was disassembled and visual
examination revealed a void approximately 5 inches in diameter
in one adhesive bondline (shown in Figure 102 ) and a void
approximately 3 inches in diameter in the other adhesive bond-
line (shown in Figure 103 ). The void areas were "in series"
in plan view in the panel and "C" scan results appeared as if
there were one continuous void present.

Analysis of the void areas showed that the adhesive filled all
volumes up to a depth of .018" around the large void area and
to a depth of .016" around the small void area, indicating in
each case, the presence of more volumetric space than the
available volume of adhesive could fill.

After removal of the cured adhesive from the individual details,
the flatness of eaco detail, in the as-bonded position was
measured. Contours of ply #2 and ply #3 and the location of
the 5 inch void between them are shown in Figure 115 . The
measurements indicate, for the 5 inch void area, a convex
canned area in the top (#3) ply matched a concave canned area
in the bottom (#2) 'ply. This caused an elipsoid shaped space,
with diameter of approximately 8 inches anddepth of approximately
.100 inch, before pressure for cure was applied. The space was
reduced to a depth of approximately .030 inch when bonding
pressure of 85 psi was applied. The adhesive filled all areas
having a depth of .018 inch or less.

Contours of ply #3 and ply #4 and the location of the 3" void
between them are shown in Figure 116 . The measurements
indicate, for the 3" void area, a narrow apex, relatively short
radius (3 to 5 inches) parabaloid wave in #4 ply, which was
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located immudiately adjacent to, and slightly overlapping a
concave area of #3 ply. In this case, the 85 psi pressure
closed the gap between the plies to very nearly .016 as shown
by the very irregular shape assumed by the void. In the case
of both the 3 and 5 inch void areas, increasing the bond
pressure and/or increasing the thickness of the basic adhesive
film used, would totally eliminate or at least decrease the
area of the voids.

After measurement of flatniss, the details were reassembled
and stacked (so far as configuration would allow) so as to
nest convex surfaces into convex surfaces. Figure 117 shows
the height of the unbonded 5 ply stack (no adhesive) as
originally bonded (after peeling) and as rebonded. The re-
arrangement of the details resulted in reducing the height
of the unbonded stacked lamina as much as .019 inch at some
points to as much as .125 inch at other points. The rebond
of the assembly was acc :mplished without difficulty and no
voids were detected either by NDI "C" scan or by thickness
measurements of the panel.

Measurements of the individual 18" x 18" lamina after shear
and after machining to dimensional configuration indicate
that the major waviness exhibited by the sheared and machined
details is inherent in the large sheet from which the details
are cut. Local changes due to manufacturing operations, such
as removal of high or low corners and grit blast of the details
may occur, but the general surface curvature of the finished
detail will be the same as when cut from the sheet. Therefore,
control of the sheet flatness at the mill is dictated in order

--to insure good quality bonded structures.

3.4.2 Laminated Brazing Process Development

3.4.2.1 Sunary

All scheduled process verifiction and manufacturing development
brazed parts are complete. Engineering test parts including
twelve 603R100-3 shear-stress panels, two 6031TB013 fastener
comparison test panels, two 603FTB005-3 lower plates, two
603FTB004-13 lugs, two 603FT3050 crack arrest demonstration
panels, and two 603R100-3F effect on base metal panels are
complete and have been sent to the engineering test lab for
test and evaluation. Five NDI test panels were also brazed
and sent to the NDI test lab. for evaluation and NDI development
work.
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Brazing parameters, tooling, manufacturing and tooling aids,
detail cleaning procedures, lay-up procedures and brazing
equipment were developed earlier in the program and are dis-
cussed in detail in Phase lb Sumiary report AFFDL-TR-73-40,
"Advanced Metallic Air Vehicle Structure Program", Volume I,
part 2.

3.4.2.2 Fabrication of Manufacturing Development Test Parts

Manufacturing development test parts brazed since the Phase lb
Sunmary report include one braze time evaluation test panel
(slow cool), two braze pressure evaluation panels, six surface
finish evaluation panels, two gap demonstration panels, two
void demonstration panels, and one mismatch panel. All manu-
facturing development parts were single braze joint (1/2" x 15"
x 24") titanium structures brazed with Ag-Al-Mn alloy. These
parts are shown in Table 33 with pertinent processing variables.

The manufacturing development parts to evaluate effect of surface
finish were brazed using standard procedure. Braze surfaces in
separate tests were prepared using a face mill and a planer.
Surface finishes evaluated were 63RMS, 125 RMS, and 250 RMS
produced with a face mill and 250 RMS produced on a planer.
X-ray examination showed light and scattered areas of voids,
or braze line irregularities in the 63 and 125 RMS parts and
moderate to heavy irregularities in the 250 RMS parts. The
predominant irregularities in the rough finish parts (250 RMS)
were shown as alternate light and dark areas following the
machine cutter paths.

Two manufacturing development test parts were run to further
evaluate the effect of brazing pressure. Brazing pressure of
five and fifteen inches of mercury vacuum was used in separate
tests. X-ray examination showed scattered areas of light to
moderate voids in the part brazed at five inches vacuum and
lighter scattered voids in the part brazed at fifteen inches
mercury. The part brazed at the higher pressure had a slightly
better overall appearance.

A test to determine the effect of braze alloy gap and overlap
was also run in the part brazed at fifteen inches vacuum. Alloy
was overlapped 1/16-inch along one side of the part and gapped
1/16 £,.Ih on tht o-posite side. The gap and overlap ran the
entire 24-inch length of the test part. X-ray examination
showed a line of heavy alloy concentration along the overlap
area with adjacent light voids. A thin line void was shown
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along the entire length of the gap; however, about 507 of the
1/16-inch gap area was filled with alloy.

The void, gap, and mismatch parts were designed with special
built-in discrepancies as illustrated in the sketches in
Figures 118 through 120 . X-ray examination of the void part
clearly shows the built-in voids and scattered, light braze
line voids or irregularities throughout the part. X-ray
examination of the gap part shows the shallow gap (.002 deep)
as a thin dark line running the length of the part and heavier,
wider lines in the area of the 0.005 and 0.020-inch deep gaps.
X-rays of the mismatch part shows scattered light to very heavy
voids and irregularities especially in the areas of maximum
mismatch.

A test was run to determine the effect of a slow cool-down
rate on the properties of a brazed part. This test was run
using a normal heat-up rate but cooling was limited to a rate
of 1501F per hour. This braze cycle is shown in the graph in
Figure 121 . For comparison purposes, a typical braze cycle
is shown in the graph in Figure 122. X-ray examination of
this part showed longitudinal dark areas indicating some
irregularity in the braze line. The part was sent to the
engineering test lab for further testing.

3.4.2.3 Fabrication of Engineering Test Parts

Engineering test parts run since the Phase Ib summary report
include eleven 603R100-3 shear stress panel3, one 603FTB005-3
lower plate, one 603FTB004-13 lug and one 603FTB crack arrest
demonstration panel.

All manufacturing development and engineering test parts have
been sent to the engineering test lab for test and evaluation.
Analysis of x-ray examination presented in this section is
limited to very generalized observations and is not intended
to reflect opinion as to braze quality. A final correlation of
data including x-ray, NDI, and engineering mechanical tests will
be made before braze quality is defined.

3.4.3 Weld Development

Both Gas Tungsten Arc (GTA) and Electron Beam (EB) welding are
discussed in this section. GTA welding development is being
accomplished on 10 Ni steel only, as sufficient data exists for
GTA welding 6A1-4V titanium. However, preliminary EB welding
data is being developed for both materials.
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Figure 11.8 BRAZING TEST PANEL WITH BUILT-IN VOIDS
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3.4.3.1 GTA Welding of 10 Nickel Steel

The manufacturing engineering effort during this reporting
period consisted of engineering design consultation of welded
concepts, review of available material-process data and the
welding and mechanical property evaluation of GTA welding of
10 Nickel steel.

The "NO BOX" box configuration was designed using 10 Ni steel
which is new to the aerospace industry. The GTA process
parameters were developed on 5/8 inch thick material which
had been machined to 1/2 inch net thickness to remove the
heavy mill scale. The test plates are shown on 603RI00-2A.

The equipment used for t'e welding task is shown in Figure
123. This welding unit has the following features:

1. 400 Ampere 1007 duty cycle output.

2. Pulsed arc capability (1-99 Hz).

3. Automatic Voltage Control.

4. Automatic wire feed (0-100 ipm).

5. Transverse cross-sear oscillation.

6. Pivoting 6 foot side beam carriage.

7. In-out ram manipulation (6 foot).

8. Powered vertical height adjustment (6 foot).

The plate weld tooling set up is shown in Figure 124. This
is a steel. fixture with copper top chill bars and a copper
backup bar. The tooling used for this program provides the
following important functions:

1. Inert gas protection of root side of weld bead.

2. Copper backup bar to control penetration of root pass.

3. Copper top chill bars to reduce heat buildup.

4. Reduces heat affected zone.
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5. Eliminates undercut.

6. Controls warpage.

A sketch of the weld fixture is shown in Figure 125.

The weld parameters were empirically developed, as weld schedules
available from other programs were not directly applicable to
the test plates fabricatee in this program. Attempts were made
to use existing weld parameters but satisfactory root penetratii
could not be achieved. Recommended parameters were discarded
and new weld schedules were established. These schedules werc
developed using the pulsed arc welding mode.

In the pulsed mode of operation, the weld current is switched
between two levels of operation. These levels are independent!,
controlled at Level I and Level 2. The weld time at Level I ja.-
Level 2 can also be independently controlled from one to 99 cvld.
duration, in steps of one cycle, based on 60 cycles per seconc!
The repeated pulsation will produce an output current trace
essentially square wave form whose amplitude of current and
width of pulse is adjustable. The theoretical plot of current
versus time would illustrate a square wave saw toothed pattel-,
However, because of the equipment inductance and reactance tiv
the plot would be somewhat modified. The actual current trak
is shown in Figure 126.

The weld schedule developed for GTA welding of the 10 Nickel
steel is shown in Figure 127. Beginning with the fourth
welded plate, the weld process parameters were frozen and the
only changes made were the number of filler passes used to
compensate for various plate thicknesses. Two additional
passes were used (11th and 12th passes) to attempt to age the
previous weld passes. This was done to assure that, after
the weld reinforcement was removed, all remaining weld metal
had been aged. This reinforcement is shown in Figure 128.

Run in and run out tabs were used to assure that no arc
initiation or termination points remained in the weld. The
weld tab is shown in Figure 129. The run out tabs were
sawed off after the weld was completed.

The test plates identified in the Engineering Drawing 603R100-2C
have been welded. A total of fourteen -1 assemblies have been
completed and will be used for the tension, fatigue and fatigue
crack growth specimens. The two -3 fracture toughness test
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WELDING SCHEDULE FOR MECHANIZED FUSION WELDING

PROGRAM A4AV DATE 0-4f,-73

MATERIAL /0N /rX'Z THICKNESS 0.5/A. CONDITION AdS14 4yl /w 4w?

EQUI P oMENT . 36// _PARNO. 603 /0-2

PREHEAT TEMP. qr INTERPASS TEMP. /50-O

PRECLEANING Af4',IV&F ~Ah! i, W~C , "Ak- j40

NOZZLE SIZE *'O./ TUNGSTEN: Type 27o7& Diameter 0./25/M.

TUNGSTEN: Extension O.500/. Shape /5M V

FILLER WIRE: Type /0 IV/ Diameter 0. 045 .

TORCH GAS: Type &W Flow 90 cfh; BACKUP GAS: Type/AeFlow /5cfh

Weld Pass No. 1 2 3 4 5 6 7 8 9 10 11 12

Voltage 13 13 13 13 13 13 13 13 13 13.5 13.5 13.5

Weld current (amperage)
Level 1 225 160 160 160 160 160 160 160 160 160 160 120
Level 2 180 200 200 200 200 200 200 200 200 200 200 160

Number of cycles

Level 1 10 15 15 15 15 15 15 15 15 15 15 15

Level 2 5 5 5 5 5 5 5 5 5 5 5 5

Wire speed (ipm) 32 32 32 32 32 32 32 32 32 32 32 16

Weld speed ipm) 2 4 4 4 4 4 4 4 4 4 4 4

Figure 127 GTA WELDING SCHEDULE FOR 10 NICKEL STEEL
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TOP SURFACE 4-52634

BOTTOM SURFACE

Figure 128 10 NICKEL STEEL WELDED PLATE
FILLER WIRLE REINFORCEMNT
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Figure 129 SETUP FOR USING WELD TABS 4-52636
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plates have also been welded. Each of the welded plates have
been x-rayed, magnetic particle, and ultrasonically inspected.

The test plates were post weld aged at 950°F for (4) four hours
and air cooled as specified by Engineering. The stability of
a warped plate was observed before and after the post weld age
cycle. No movement or relaxatation of stresses could be de-
tected.

The plates have been delivered to the Engineering Test Laboratory
for specimen removal and testing.

The transverse weld shrinkage was measured at both the beginning
and termination end of the plate. The average shrinkage was
.021 and .025 inches respectively.

Various design concepts were reviewed for producibility for the
NBB concept. Typical representative sections were chosen to
develop the manufacturing data necessary to GTA weld the
proposed tBB designs.

3.4.3.2 Electron Beam Welding Development

3.4.3.2.1 EB Welding of 6AL-4V Titanium - Phase IB Summary
Report (AFFDL-TR-73-40) describes in detail the completed
program of EB welding of Beta processed 6AL-4V titanium. A
brief sumuary of this information is as follows:

EB welded joints on 5/8, 1 and 2 inch thick 6AL-4V titaniun
were made, inspected and sent to the Engineering Test Laboratory
for mechanical property testing.

Representative areas of the various weldment designs under
consideration were analyzed for producibility. Two typical
structural sections were chosen for producibility demonstration.
The first was a corner joint with dissimilar thickness. The
second element built was a wide angle flange joint to eliminate
extensive machine hog outs. Five assemblies of each design
were produced. In addition to the weld development efforts,
the resulting joints were provided for a NDI development
program. Intentional flaws were made in the weld joints to
similulate defects that could occur in productim such as:

1. Arc outs
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2. Lack of fusion.

3. Porosity.

4. Missed root.

Conclusions:

1. Beta processed 6AL-4V titanium can be welded by the
EB process, defect free, up to 2 inch thickness. r

2. Reproducibility can be assured by beam current
monitoring.

3. Transverse weld shrinkage can be predicted on all
EB welded titanium joints.

4. Corner welds of dissimilar thickness can be made
by using run out tabs and a fitted backup block.

5. Multi-pass welds on 6AL-4V titanium can be made with
up to 2 inch thickness material.

6. Use of a filler wire increases the gap allowance
from + .005" to + 0.020 inches.

7. A machine clean up reinforcement of 0,030" on each
side of the weld joint should be provided on all
EB welds.

3.4,3.2.2 Electron Beam Welding of 10 Nickel Steel - Since
tO Ni steel (Hy 1801 is a candidate material for building
the AMAVS, several EB weldments on this steel are under consid-
tf ation

Ve':y little information is available from industry regarding
E3 welding of 10 Nickel. A limited program was outlined to
;I7.t.blish "in-house" capability as well as establishing design
,_idelines.

,epresentative joint -'asigns will be welded to establish weld
parameters and to provide engineering a limited number of
u.zchanical property test welds.

'I!,e remaining task to be accomplished is:
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1. Develop weld parameters for .37,.090 and 2.10 inch
thick 10 Ni. steel.

2. Weld two producibility demonstration structural
"H" sections that will include the major EB welded
joints now under consideration for the NBB design.

3.4.4 Machining

A basic machining evaluation has been initiated on HY 180
(10 Ni.) steel. The inconsistant machining results obtained
thus far on test specimen preparation, using band sawing,
face milling, profile milling, and drilling operations, has
established a need for specific mchining guidelines.

Machining tests are in progress to determine metal removal
characteristics as related to producibility. Test are based
on the use of stock cutting tools with variation in speeds
and feeds for establishing producibility comparison to D6ac
steel (where machining data and cost have been established).

Band sawing tests have been conducted using high speed steel
(Simond, weld edge) band stock on a conventional Do-All saw.
A band speed of 55 surface feet/minute (SFPI-) has been estab-
lished as adequate for saw band life. An average sawing rate
of .5 square inches/minute was achieved on one inch plate
stock without the aid of coolant. The sawing rate of HY 180
steel is 507. of annealed D6ac steel.

Boring and turning tests on HY 180 steel using carbide inserts
(TPG-322A), indicates that the metal removal rate is 307.
greater than for heat treated D6ac (220-240 KSI). 100 SFM
for roughing operations and 150 SFN for finishing cuts are
adequate for HY180. Feeds of .0075 inches per revolution
(I.P.R.) for roughing and .005 I.P.R. for finishing offers the
best selec,4.on for initial machining operations.

Future machining tests will be conducted for pocket milling,
face milling and fastiner hole preparation. Special emphasis
is being placed on testing of tool geometry variation that
may be more efficient for cutting HY180. A machining comparison
test is planned for HY180 (solution treated) versus HY180
(solution treated and aged) to determine material procurement
cost advantages relative to machining co,t impact of the two
heat treat conditions.
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3.4.5 Manufacturing Engineering Design Support

On board design studies were supported by manufacturing engineers
in selecting tne most efficient design concepts based on cost and
reliability of the manufacturing process. Input to these studies
uas in the form of preliminary costing analysis of components and
assemblies and subsequent ratings for the manufacturability of
the designs. These inputs were utilized in the final evaluation
of the three design concep-s under study in Phase lb of this
program as previously discussed in AFFDL-TR-73-40.

3.4.5.1 Preliminary Cost Estimates for Basic Manufacturing
Trade Studies

Cost estimates prepared at the on-board design level were made
by manufacturing engineers with assists as deemed necessary
from other manufacturing specialists and Material and Industrial
Engineering estimators. These preliminary estimates were
limited to basic fabrication and assembly costs without benefit
of estimated scrap rate, quality control costs, manufacturing
and tooling follow-up efforts, and other miscellaneous charges.
The major items of cost which were considered are materials,
manufacturing labor costs, special sub-contract fabrication
charges, and tooling fabrication and material costs. These
estimates do not reflect the total cost of details or components
but were used for comparisons of part costs in preliminary
manufacturing trade studies of proposed designs.

The following component designs for the WCTS configurations were
evaluated. Cost estimates were prepared on each design for
production units of 1, 6, and 200. Ratings of designs were
based on production quantities of 200 ship sets.

A list of drawings, with references to other report documents
or sections of this report is shown for the readers assistance
in locating these drawings.

NCon fisura R ren

603R149 NBB AFFDL-TR-73-40 Vol. I
603R170"B': FSRL AFFDL-TR-73-40 Vol. II
603R171 FSRL AFFDL-TR-73-40 Vol. II
603R172 NBB AFFDL-TR-73-40 Vol. II
603R173 NBB AFFDL-TR-73-40 Vol. II
603R195 NBB AFFDL-TR-73-40 Vol. II
603R196 NBB AFFDL-TR-73-40 Vol. II
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DwJj No. Conflguration Reference Location

603R197 UBB AFFDL-TR-73-40 Vol. II
603R198 NBB AFFDL-TR-7 -40 Vol. 11
603R214 FSRL Section 3.1.1
603R215 FSRL Section 3.1.1
603R228 FSRL Section 3.1.1

3.4.5.1.1 Upper Plate AsseL..Sly FSRL Drawing No. 603R170"B"
This drawing defined two assemblies designated as 603R170-1
and 603R170-3.

The 603R170-1 assembly was designated as a titanium assembly.
The lugs, cover plates, and honeycomb panel covers were all
6-6-2 and 6-4 titanium except the aluminum honeycomb core.

The 603R170-3 assembly was designated as a ttanium and
aluminum assembly. All machined and bondcI panels of titanium
inboard of XF 84 rib were replaced by bonded honeycomb panels
of 7050 aluminum. This design showed a significant reduction
in cost over 603R170-1 and eventually became the winning upper
plate design for the FSRL configuration at the end of Phase lb.

3.4.5.1.2 Closure Rib XE 119.0 (NBB) - Three designs were
evaluated as improved versions over the original preliminary
design designated as Drawing No. 603R114.

Drawing No. 603R149 represented two design versions of fabrication.
One is considered as a monolithic structure to be machined from
10 Ni steel plate. The other version is an adhesive bonded
assembly of two machined plates bonded back-to-back at the web
centerline. Studies of these two finished components indicated
a slight cost increase in the bonded assembly due to bonding,
tooling and factory operations not required for the monolithic
part.

Drawing No. 603R197 is an electron beam (EB) welded assembly
of 10 Ni steel machined after welding to finished aimensions.
Accessibility to the weld joints with the EB welder head and
wire feeding system presents a major problem. Estimated costs
of this design is close to 603R198 design.

Drawing No. 603R198 is an EB welded assembly of 10 Ni steel
plates, machined after welding. This design involves less
production risk than 603R197. Cost difference should not be
a major factor until welding tests are performed to determine
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reliability of each design. Until tests are run 603R198 desig
would be preferred for manufacturing ease and cost over other
mentioned candidates. The basic cost savings in this design
is in reduced material requirements and machining time due to
the rough configuration produced by the E.B. welding of re-
latively light plate stock.

3.4.5.1.3 Main Landing Gear Drag Brace Fitting Drawing
No. 603R171 (hBB) - This design was evaluated against Drawing
No. 603R142 which consisted of two 6A1-4V titanium machined
forgings welded together. The basic component of the new
design is the 603R171-7/8 aluminum fitting, machined from a
proposed hand forging of 7050 aluminum alloy. A considerable
cost reduction was obtained by this design.

3.4.5.1.4 BLIhe.XF_9 2 .4 R) - Two improved designs were
evaluated against two existing designs, 603R047 and 603R109.
The new designs were 603R173 and 603R195. The early designs
were of a plate and stringer type concept of 10 Ni steel.

Drawing No. 603R173 introduced an adhesive bonded 7050 aluminum
honeycomb panel 144 inches long, extending from YF 72.00 left to
YF 72.00 right between the upper and lower bulkhead caps. The panel
replaced the early plate stringer concept and made other im-
provements in the lug joints. This new design provided
manufacturing break joints, bolted, at upper and lower caps,
approximately at stations YF 48 upper and Y. 52 lower. This
design produced a significati cost reduction compared to early
designs and was later altered under drawing No. 603R195 to
provide for a 7050 aluminum beam under the IF 0.00 cap to
replace the 10 Ni steel beam and farther reduce the total
bulkhead assembly cost.

Drawing No. 603R195 made changes in the pivot lug attaching
method and eliminated the bolted joints near stations YF 48
and ¥F 52 in favor of welded joints near stations YF 84 upper
and YF 38.70 lower. It also used the same 7050 aluminum
honeycomb panel and beam under ZF 0.00 cap as described under
Drawing No. 603R173. These changes farther reduced costs and
made this design the selected one.

3.4.5.1.5 Bulkhead Y)932 (NBB)- Designs for this bulkhead
followed and were typical to those made for Bulkhead YF992 .
Early designs 603R046 and 603R113 were similar in concept to
603R047 and 603R109 respectively.
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Drawing No. 603R172 used an adhesive bonded 7050 aluminum
honeycomb panel to replace early design webs and stiffeners
of 10 Ni steel and retained mechanical splice joints, on upper
and lower caps.

Drawing No. 603R196 retained the 7050 aluminum honeycomb panel,
replaced mechanical splice joints with weld joints and used a
7050 aluminum beam below ZF 0.00 station. This final design
made a significant contribution to the cost reduction position.

3.4.5.1.6 Lower Plate (FSIL - Three candidate design concepts
were studied as improvements over the lower plate assembly
design established at the end of Phase lb. The Phase lb
assembly consisted of:

603R174 Plate Assembly
603R147 Pivot Lug Assembly
603R140 Longeron Fittings

Drawing No. 603R214 deviated from the basic "removable lug"
concept by incorporating an "integral lug" with the inboard
assembly section and providing forward and aft longeron attach
surfaces as an integral part to make a brazed laminated titanium
assembly. This design eliminated the integral flanges attaching
the end closure rib and the forward and aft bulkheads and pro-
vided attach angles that are Taper-Lok bolted to the brazed
plate assembly. The design reduced the total number of fasteners
required in the longeron area by one row. It retained the basic
splice pattern at the airplane centerline.

Revision "A" to 603R214 made provisions to have identical
cutouts in the upper and lower plates of the assembly, allowing
left and right hand assemblies to be made with comon tooling.
Subsequent machine operations to the brazed assembly makes the
basic assemblies into right and left hand components.

Revision "B" to 603R214 farther improved the design by reducing
the forward and aft longeron attaching surfaces and in turn
reducing the stock plate sizes and machining costs. Cutout
sizes and shapes were likewise redesigned to improve machining
costs. The upper attach angles in area of the outboard
closure rib were removed and replaced with a subsequent
longeron design, Drawing No. 603R238. Major improvements for
manufacturing for this design was elimination of the brazed
plank concept,in favor of the brazed laminated concept, due
to the requirement for close tolerance machining of plank details.
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Drawing No. 603R215 consists of two brazed laminates of 6AI-4V
titanium assembled with Taper-Lok bolts in the area of the
outboard longeron. The splice joints are male and female and
the bolt pattern attaches an angle detail which locates the
outboard closure rib. The inboard assembly is a three plate
brazed titanium laminate with angle details, for joining forward
and aft bulkheads, bolted to the laminate.

Revision "A" to Drawing No. 603R215 made provisions for adding
the aft attaching surface to the brazed lug laminate and re-
duced the same attach area previously shown on the inboard
assembly. These specific changes are questionable as to the
effect on manufacturing and assembly. Some reduction in the
total material requirements was obtained by the change.

The basic advantage of the 603R215 design is that it allows
the use of smaller detail plates at fabrication, including
brazing.

One disadvantage of the design concept is in the joint fit.
Critical tolerances are necessary and problems associated
with obtaining these tolerances are great, especially in the
"pocketed" area of the longeron aft attaching lug.

An area of added machining and tooling costs found in the
603R215 designas compared to the 603R214 design, is in the
cutouts required in the upper and lower brazed plates inboard
of the longeron. These cutouts are smaller and greater in
number on each plate of the 603R215 assembly. This condition
produces higher machining time due to extra inches of finishing
cuts. Upper and lower cutout patterns are not common as
mentioned for consideration under 603R214 evaluation. More
tooling for detail fabrication and brazing operations will be
required.

Analysis of advantages and disadvantages of Drawings Nos.
603R214 and 603R215 produced a requirement for a hybrid
concept designated as 603X215 assembly. Without benefit of
an engineering drawing, estimates were made of total manu-
facturing costs to produce the lower plate assembly. It
would be composed of two brazed laminate assemblies as shown
in Drawing No. 603R215 with the inboard assembly incorporating
the advantages of the upper and lower plate cutouts as shown
on Drawing No. 604R214.
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Results of preliminary studies on 603R214, 603R215, and 603X215
concepts showed the 603R214 concept to be lowest in cost. The
reduction in cost was due to elimination of splice joint at the
longeron, ability to make right hand and left hand assemblies
with the same tooling, and reduced machining of basic detail
parts. The 603X215 concept was next in cost.

3.4.5.2 Confizuration Ratin System for Manufacturing

The basis for selecting concepts at the end of Phase Ib was
the Merit Rating System as established during Phase la pre-
liminary design. Details of the total system has been discussed
in previous report AFFDL-TR-73-40 volume II.

The weighing factors which related to manufacturing processes
and their maximum score as related to the total score are:

Manufacturing cost 187. Maximum
Technology advancement
for manufacturing 97. Maximum
Manufacturability 2% Maximum

The rational for evaluating and rating design concepts is
discussed as follows.

3.4.5.2.1 Manufacturing Costs - Ratings for manufacturing
costs were made on the basis of 200 production units. Costs
for details and assemblies were estimated for each of the
three candidate configurations and accumulated for comparison
of individual concept costs.

Items which made up the total cost package are:

Material - Estimates were made on requirements for raw stock
sizes, plus an attrition factor. Dollar values were based on
factors of stock size and projected market price for the
ordering time period. Estimates for forgings and extrusions
were obtained fromi potential vendors on basic items with
others being estimated using past experience as a. basis.
Tooling costs for forgings and extrusions were carried under
separate tooling costs and prorated over the 200 production
units.

Basic Detail Fabrication - A preliminary manufacturing analysis
was made of each detail part. Estimates were made for the cost
of fabric uatg a single unit. Lesrn{r& curve factors, based on
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judgement and history, were applied to the single unit estimate
to obtain total costs for 200 production units. The basic
tooling, plus tooling as required for production rates of
5 units per month, was estimated in the preliminary manufacturing
analysis and accumulated under tooling costs. The Preliminary
Cost Estimate form (Figure 130 ) was used to itemize manufacturing
costs.

Assembly and Joining - Preliminary estimates were made for
fabrication of one unit and tooling as required. Total estimates
followed the same procedure as described under basic detail
fabrication.

Tooling - All tool manufacturing estimates accumulated from
basic detail and assembly fabrication studies were carried
under a separate item of cost. A factor for maintenance of
tooling was added based on past history.

Rates for Costing - Estimated costs for labor hours of part
fabrication and tool manufacture were based on an estimated
direct hourly labor rate plus an estimated overhead rate.

Estimates of Total Cost - Individual costs of material,
fabrication, and tooling for the projected 200 units were
combined to obtain total cost.

3.4.5.2.2 Me.,ufacturing Technology Advancement - A prime goal
of this program has been advancements in manufacturing technology.
However, these advancements could be utilized only if they en-
hanced the status of other disciplines such as weight, cost,
reliability, etc.

An early decision was made that each of the three candidate
concepts met the criteria for technology advancement. For this
reason the ratings for each concept were considered equal and
a full score was given each.

3.4.5.2.3 Manufacturability - Rating of concepts for this
catagory is based on p.-rformance level and reliability of the
manufacturing processes employed in the fabrication of each
concept. Since manufacturing cost is rated in a separate
category, no consideration was given to that item during this
evaluation.

To best analyze the total value of each concept, a brcakdown
of mantifacturing phases was utilized. These phases and their
respective ratings are:
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PRELIMINARY COST ESTIMATE
BASIC METAL PROCESSING

PART NO. _NEXT ASSEMBLY

NAME _.REQ. PER A/C

MATERIAL (COST 6.../LS.) PROD. QTY.

MANUFACTURING PROCESS METHOD NO...

MATERIAL HOURS
ITtM DETAILS OF COST & O.C. FAA- TOOLS

MATERIAL

FORMING

WELDING

.A H It I NC__ . . ..______ __ __

TOTAL

RECAPITULATION AMOUNT
MATER IAL

FAB.__ _ _

TOOLING

7ii

Figure 130 PRELIMINARY COST ESTIMATE FORM
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Basic detail manufacturing 30% Maximum
Secondary manufacturing (joining) 30 Maximum
Sub-assembly 207. Maximum
Final assembly 207. Maximum

Total 1007.

The final rating of the three candidate designs and a break-
down of ratings by manufacturing phases are shown below. The
numbers are related to the maximum grade of 3.0 for manu-
facturability as established in the basic merit rating system.

Manufacturability Ratings

Manufac turing Configuration
Phase NBB FSIL DTIL

Basic l:fg. .539 .514 .557

Secondary Mfg. .810 .687 .888

Sub-Assy. .384 .539 .560

Final Assy. .341 .252 .252

Total Rating 2.074 1.992 2.257
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THICKNESS

26 26 26 5

0 0 

WEB DOU BIER
MAX .272 MAX .519
MIN .29MIN .500
RANGE . 013 RANIGE . 019

603FTB012-3 (F524983) 18"18"1
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THICKNESS

39 * * * I

WEB DOUBLER
MAX .407 MAX .540
MIN .30MIN .2
RANGE . 017 RANGE . 01

603FT9012-1 (F524985) 18"x1810
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THICKNESSI
LG PIN

* * *SM PIN

39539

3390

WEB DOU BIER
MAX .402 MAX .535
MIN .385 MIN .520
RANGE .017 RANGE .015

603FTB012-1 (F529441) 18"x 18"

296



rr-

0 do

*a*.

U..



0i

00 a,

-n

298



LLI00

-4

r4

14==A

LJ

299



LWJ

0 * *

4 -4

00

LsJ)

300



Lail

00

Lij e4

F- 0
-co

LUJ

301



REFERENCES

1. Wheeler, 0. E., "Crack Propagktion Under Spectrum Loading"..
FZM-5602, 30 June 1970.

2. Phase lb Sin Report. AIIAS Program AFFDL-TR-73-40 Vol 1,
Part l,' General Dynamics Corp., Fort Worth Division, Mar. 1973.

3. Przemieniecki, J. S., Theory of Matrix Structural Analysis,
McGraw Hill, 1968.

302



Unclassified
Secuwtyt classiLtioir

DOCUMENT CONTROL DATA . R & D
(!.0..itr r~tsaillt. of lift*, b.* 0( *batMltt & Vd 1"d..h.d Ofb,,8imfIon., he e.nI..d .hfl th.*., .-l "pap to c1*a.#.d)

ADVANCED METALLIC AIR VEHICLE STRUCTURE PROGRAM

A EOT AEV. TOT 4L N~O OF PAO&$ rb OO F

July 1973 302 31,N F11
"e. CC" 4AC T ON GRNT NO0 . ORIOINATOR-1 REP.ORT NU"01904s

AF33615-73-C-300lh- PRj9C NO.AFFDL-TR-73-77

48 6U
Sb. OT"90 REPORT NO18I (Afty 41114, nuchete0 1v Mo ia.6 a..Ian~d

thima vP01)

10 OltTTiSOA?,ON STATEMENT

WPPU~LE.(NT ART NOTES 2I. SPONSORING M.L10 ARY -cy.-T,IAir Force Flight Dynamics Laboratory
Wright-Patterson AFB, Ohio 45433

Refinement of the three designs for a wing carrythrough structure
was continued to the end of Phase 1b. On the basis of trade studies,
materials and component testing and the results of biDI and manufacturing
development work, two of the configurations were chosen for the detail
design phase.

Materials testing was substantially completed for the beta annealed
6A1-4V titanium and testing is underway for the Beta C titanium and 10
Ni steel. Group I component tests (those performed to verify design

2 concepts) are virtually complete. Tests to evaluate the welding, braz-
ing and bonding processes are also well underway.

Design of the test fixture is proceeding with some manufacturing
effort already started. Detail design and analysis of the simulated
fuselage structure for the test article is also in work.

Additional trade studies were conducted early in Phase II and sev-
eral design changes were incorporated into the two wing carrythrough
structure configurations as a result of these studies. A ZF'O panel was
added to the "No Box" Box design. The Fail Safe Removable Lug Config-
uration was redesignated the Fail Safe Integral Lug Configuration after
an integral lower plate-lug arrangement was selected for detail design.
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